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It is proposed to resolve the remaining EN for AMF to provide ULI of the UE to NFs considering both ULI of the IAB-UE and ULI of the UE in order to prevent each NFs deducing the location reference from both. 


	
	

	Summary of change:
	The following Editor's note to be removed with clarification proposed in the clause 5.35A.6.

Editor's note:	If there is a need to provide both ULI and Additional ULI to other NFs will be specified.
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* * * * Start of 1st Change * * * * 

[bookmark: _Toc145936249]5.35A.6	Providing cell ID/TAC of MBSR for services
The TAC and cell ID broadcasted by the MBSR cell(s) are configured as specified in TS 38.470 [165].
When a UE is served by a MBSR cell and the User Location Information is included in N2 messages, the IAB-donor-CU may shall also provide 'Additional ULI', the User Location Information of the IAB UE, in N2 messages. The 'Additional ULI' is the ULI of the IAB-UE. The AMF may consider the 'Additional ULI' when it manages the UE location related functions (e.g. Mobility Restrictions).
When AMF provides user location information to other NFs for a UE connected via MBSR, the AMF may also send consider the Additional ULI received via N2 messages to provide location reference for services. 
The AMF may provide the Additional ULI to the LMF for location service involving MBSR as specified in TS 23.273 [87].
Editor's note:	If there is a need to provide both ULI and Additional ULI to other NFs will be specified.
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