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Abstract of the contribution: This pCR proposes a new Key Issue to Study whether and how to everage PDU Set QoS information for DSCP marking over N3/N9 in the transport network (i.e. to enable differentiated handling of PDU Sets within QoS Flow.
1 Introduction
In SA#101, SA agreed on the new study on architecture enhancement for XRM Ph2. One of the objectives is to study whether and how to leverage PDU Set QoS information for DSCP marking over N3/N9 in the transport network (i.e. to enable differentiated handling of PDU Sets within QoS Flow). 
This paper proposes a new key issue to study enable differentiated handling of PDU Sets within QoS Flow.
2 Proposal

This contribution proposes to include Key Issue x in TR23.700-70 according the following proposal:
Start of changes
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References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[x]
3GPP TS 23.501: "System Architecture for the 5G System (5GS); Stage 2".

5
Key Issues

5.x
Key Issue #x: Enable Differentiated Handling of PDU Sets within QoS Flow 
5.X.1
Description

Rel-18 has introduced the support for the PDU Set based handling for the service data flows of XR services (AR/VR applications) and interactive media services as described in clause 5.37.5 of TS 23.501[x].
In Rel-18, SA2 did not have sufficient time to enable differentiated handling of PDU Sets within QoS Flow.
This key issue will study whether and how to leverage PDU Set QoS information for DSCP marking over N3/N9 in the transport network. In particular, this key issue will study: 
-
Whether and how to leverage PDU Set QoS information for DSCP marking over N3/N9 in the transport network.
-
What information needs to be provided to the 5GC to enable differentiated handling of PDU Sets within QoS Flow.
-
Potential enhancements to SMF and UPF to support leverage PDU Set QoS information for DSCP marking.
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