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Abstract: This paper proposes a new key issue on Enhancement for PDU Set based QoS handling
1. Introduction/Discussion
The R19 FS_XRM_Ph2 SID was approved in SP-231198. This paper propose a new key issue on WT#1(Enhancement for PDU Set based QoS handling).

2. Text Proposal
It is proposed to capture the following changes in the TR of FS_XRM_Ph2.
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PDU Set based QoS handling was introduced in R18 to optimize the traffic delivery via PDU Session for XRM services. This key issue aims to study the further enhancement for PDU Set based QoS handling. In particular, this key issue will study:
-	whether and how to enhance PDU Set related (e.g. new standardized 5QI, enhancements to Alternative QoS profiles, FEC) and PDU Set information (including Control Plane and/or User plane information provided by the AF/AS) and the corresponding PDU Set QoS handling enhancement. 
NOTE 1: This will require close coordination between SA4 and SA2.
-	whether and how to support QoS control and PDU Set identification for XR stream with e2e encryption (e.g. fully encrypted header, partially encrypted header). This is applicable for PDUs received at N6 for DL. 
-	whether and how to enhance the PDU Set based QoS handling in uplink direction. 
-	whether and how to leverage PDU Set QoS information for DSCP marking over N3/N9 in the transport network (i.e. to enable differentiated handling of PDU Sets within QoS Flow).
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