

SA WG2 Temporary Document
Page 1

3GPP TSG-WG SA2 Meeting #159 	S2-2310987
09 - 13 October, 2023, Xiamen, P.R. China	(revision of S2-220xxxx)

Source:	ZTE
Title:	New key issue on QoS handling enhancement for XRM services
Document for:	Approval
Agenda Item:	19.3
Work Item / Release:	FS_XRM_Ph2 / Rel-19
[bookmark: _GoBack]Abstract: This paper propose key issue for WT#2
1. Introduction/Discussion
The R19 FS_XRM_Ph2 SID was approved in SP-231198. This paper propose a new key issue on WT#2(QoS handling enhancement for XRM services).

2. Text Proposal
It is proposed to capture the following changes in the TR of FS_XRM_Ph2.
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This key issue aims to study the QoS handling enhancement for XRM service. In particular, this key issue will study:
-	whether and what enhancements are needed for traffic detection and QoS Flow mapping for different media types multiplexed data flows within a single end-to-end transport connection.
-	whether and how to support dynamic change (via user plane) in traffic characteristics (e.g. burst related parameters), provided by the application in the DN
NOTE 1: This will require close coordination between SA4 and SA2.
-	whether and how to identify traffic flows and study whether and how QoS handling enhancement may be needed for the UE with the tethered devices for the uplink traffic (for example, traffic from tethered devices mapped to different QoS Flows enabling QoS differentiation such as PDU Set based QoS flows for XR traffic for device 1 vs PDU based QoS flows for eMBB traffic for device 2).
NOTE 2: The interface between 3GPP UE and tethered devices behind the UE is outside of scope.
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