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1. Overall Description:
SA2 thanks SA3 for their LS (S3-234291 / S2-2310086) on NSWO support in SNPN using CH AAA server.

SA2 has reviewed the SA3 CR in S3-234290 and would like to provide the following feedback:
-	SA2 assumes understands that the routing of the Diameter or RADIUS requests from the WLAN access network towards the NSWOF in a 5G network rather than routing them directly to the AAA server of the Credentials Holder is intended for support of specific security features (by leveraging the 5GC functionality) that would not have been supported otherwise (i.e. by routing the Diameter or RADIUS requests directly to the CH AAA server)to prevent direct access to the AAA server for unauthorized UEs.
-	SA2 is of the opinion that the UE may need to be configured to use a decorated NAI as defined in TS 23.003 ('5gc-nswo.homerealm!username@otherrealm'), but has not concluded whether a decorated NAI would be needed in all deployment scenarios. SA2 welcomes any SA3 feedback on this topic.
-	SA2 does not see the need or benefit for NSWOF to create a SUCI of the NAI as shown in the SA3 CR.
-	SA2 is of the opinion that the merits of this approach can only be discussed in SA3. Should SA3 decide to support this architecture option based on its security merits after resolving the remaining Editor’s note, SA2 is happy to include the corresponding stage-2 description in TS 23.501 as in the attached endorsed CR.


2. Actions:
To SA3:
ACTION: 	SA2 kindly asks SA3 to take the information above into account.

3. Date of Next TSG-SA WG2 Meetings:
3GPP SA2#160			13 - 17 Nov 2023			Chicago, US
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