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Abstract of the contribution: This paper proposes to introduce n Deferred 5GC-MT-LR Procedure for Periodic Location Events based NRPPa Periodic Measurement Request
1 Discussion
This solution proposes to introduce a procedure which leverage NRPPa Periodic Measurement Report defined by RAN3 to provide periodic location estimates by LMF for Deferred 5GC-MT-LR Procedure for Periodic Location Events.
NRPPa (TS 38.455) supports that NG-RAN sends Measurement Report periodically if LMF requested that in E-CID Measurement Initiation. In this case NG-RAN will execute measurement in the requested periodic and sends the measurement result to LMF:
If the Report Characteristics IE is set to "Periodic", the NG-RAN node shall initiate the requested measurements and shall reply with the E-CID MEASUREMENT INITIATION RESPONSE message without including either the E-CID Measurement Result IE or the Cell Portion ID IE in this message. The NG-RAN node shall then periodically initiate the E-CID Measurement Report procedure for the measurements, with the requested reporting periodicity.

	Report Characteristics
	M
	
	ENUMERATED (OnDemand, Periodic,…)
	
	YES
	reject

	Measurement Periodicity
	C-ifReportCharacteristicsPeriodic
	
	ENUMERATED (120ms, 240ms, 480ms, 640ms, 1024ms, 2048ms, 5120ms, 10240ms, 1min, 6min, 12min, 30min, 60min,…, 20480ms, 40960ms, extended)
	The codepoint 60min applies only for ng-eNB.
The codepoint “extended” is not applicable.

This IE is not applicable to NR Angle of Arrival.
	YES
	reject


From 9.1.1.1 of TS 38.455

However, there is no SA2 procedure which can leverage this ng-node based procedure. SA2 defines Deferred 5GC-MT-LR Procedure for Periodic Location Events but this only based Periodic event triggered by UEs.
2 Proposal

Proposal is to extend Deferred 5GC-MT-LR Procedure for Periodic Location Events Procedure. LMF when request Deferred 5GC-MT-LR Procedure for Periodic Location Events can decide based on UE capabilities and configuration to execute legacy procedure or initiate E-CID Measurement Initiation with "Periodic" parameter. 

LMF could initiate E-CID Measurement Termination procedure by generating an E-CID MEASUREMENT TERMINATION COMMAND messages based on 8.2.4 TS 38.455.
See draft CR (S2-2400211) on TS 23.273.
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