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[bookmark: _Toc123153991][bookmark: _Toc128730189][bookmark: _Toc133441655][bookmark: _Toc134242619][bookmark: _Toc136480513][bookmark: _Toc136480626][bookmark: _Toc153803276][bookmark: _Toc517047989][bookmark: _Toc73625505][bookmark: _Toc122419929]5.2	Ranging/Sidelink Positioning UE Discovery & Selection
[bookmark: _CR5_2_1][bookmark: _Toc128730190][bookmark: _Toc133441656][bookmark: _Toc134242620][bookmark: _Toc136480514][bookmark: _Toc136480627][bookmark: _Toc153803277]5.2.1	General
Both Model A and Model B discovery as defined in clause 6.3.2 of TS 23.304 [7] are supported for the 5G ProSe capable UEs discovery (including commercial and public safety use cases). During Ranging/SL Positioning UE direct discovery, the discovery message indicates this discovery message is for "Ranging/Sidelink Positioning"; During Ranging/SL Positioning Group Member Discovery, the Application Layer Group ID indicates a Ranging/Sidelink Positioning group that the UE belongs to.
NOTE 1:	The content type value indicates the discovery is for Ranging/Sidelink Positioning UE discovery. The details for Ranging/Sidelink Positioning UE discovery depends on stage 3.
Procedures for V2X communication over PC5 reference point as defined in TS 23.287 [6] are supported for the V2X capable UEs discovery. When unicast mode V2X communication procedure as defined in clause 6.3.3 of TS 23.287 [6] is used, the Service Type in Layer-2 link establishment procedure indicates "Ranging/Sidelink Positioning"; when broadcast mode or groupcast mode V2X communication procedure as defined in clause 6.3.1 or clause 6.3.2 of TS 23.287 [6] is used, Service Type indicates "Ranging/Sidelink Positioning".
The role(s) of the discovered UE (e.g. Target UE, SL Reference UE, SL Positioning Server UE, Located UE) is (are) included in discovery message (for 5G ProSe capable UE) and unicast link establishment messages (for V2X capable UE) as RSPP specific meta data. More details on this and other information conveyed during discovery can be found in clause 6.4.
The procedures for Ranging/Sidelink Positioning UE Discovery & Selection are defined in clause 6.4.
NOTE 2:	In this release, partial coverage is not supported, i.e. all the UEs in the same Ranging session are in-coverage, or all are out-of-coverage.
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[bookmark: _Toc133441703][bookmark: _Toc134242670][bookmark: _Toc136480565][bookmark: _Toc136480678][bookmark: _Toc153803328]6.4.2	Ranging/SL Positioning UE discovery with 5G ProSe capable UE
[bookmark: _CR6_4_2_1][bookmark: _Toc133441704][bookmark: _Toc134242671][bookmark: _Toc136480566][bookmark: _Toc136480679][bookmark: _Toc153803329]6.4.2.1	Ranging/SL Positioning UE direct discovery
As defined for the Model A and Model B discovery in TS 23.304 [7]:
-	Model A uses a single discovery protocol message (Announcement).
-	Model B uses two discovery protocol messages (Solicitation and Response).
Figure 6.4.2.1-1 illustrates the procedure for Ranging/SL Positioning UE discovery with 5G ProSe capable UE using Model A discovery.


[bookmark: _CRFigure6_4_2_11]Figure 6.4.2.1-1: Ranging/SL Positioning UE discovery in Model A
1.	The Announcing UE (UE-1) sends a Ranging/SL Positioning Announcement message. The Ranging/SL Positioning Announcement message includes the Type of Discovery Message, security protection element, RSPP metadata information, coverage condition (i.e. in-coverage, or out-of-coverage), serving PLMN of Announcing UE and the User Info ID of Announcing UE.
NOTE 1:	The content type value of the message indicates the Type of Discovery Message.
	The Destination Layer-2 ID used to send the Ranging/SL Positioning Announcement message is configured in clause 5.2.
	The Source Layer-2 ID to send the Ranging/SL Positioning Announcement message is self-assigned by the Announcing UE.
	Announcing UE sends the Announcement message only if it is authorized to be the corresponding UE role in RSPP metadata information.
	The User Info ID of Announcing UE is the Announcing UE's Application Layer ID.
	A Monitoring UE determines the Destination Layer-2 ID for signalling reception based on the configuration in clause 5.2.
	A Monitoring UE selects the Announcing UE based on the information received in step 1.
	A Monitoring UE selects the Announcing UE if they have the same coverage condition in step 1.
Editor's note:	The RSPP metadata information (e.g. the role(s) of the Announcing UE) is included as the metadata in the Announcement message, which value is determined by RAN WG2.
Editor's note:	How the RSPP metadata information is used to convey that a UE is a “Located UE” needs to be aligned with RAN WG2.
Figure 6.4.2.1-2 illustrates the procedure for Ranging/SL Positioning UE discovery with 5G ProSe capable in Model B discovery.


[bookmark: _CRFigure6_4_2_12]Figure 6.4.2.1-2: Ranging/SL Positioning UE discovery in Model B
1.	The Discoverer UE (UE-1) sends a Ranging/SL Positioning Solicitation message. The Ranging/SL Positioning Solicitation message includes the Type of Discovery Message, security protection element, coverage condition (i.e. in-coverage, or out-of-coverage), optionally User Info ID of Discoveree UE, User Info ID of Discoverer UE and optionally RSPP metadata information.
NOTE 2:	The content type value of the message indicates the Type of Discovery Message.
	The Destination Layer-2 ID used to send the Ranging/SL Positioning Solicitation message is configured in clause 5.2.
	The Source Layer-2 ID to send the Ranging/SL Positioning Solicitation message is self-assigned by the Discoverer UE.
	The User Info ID of Discoverer UE is the discoverer UE's Application Layer ID.
	User Info ID of Discoveree UE is to identify a specific UE that the discoverer UE would like to discover, which is identified by Discoveree UE's Application Layer ID.
	A Discoveree UE determines the Destination Layer-2 ID for signalling reception based on the configuration in clause 5.2.
Editor's note:	The RSPP metadata information (e.g. the specific Role(s) to be discovered) is included as the metadata in the Solicitation message, which value is determined by RAN WG2.
2	The Discoveree UE that matches the Ranging/SL Positioning solicitation message (e.g. RSPP metadata information) responds to the Discoverer UE with the Ranging/SL Positioning Response message. The Ranging/SL Positioning Response message includes Type of Discovery Message, security protection element, RSPP metadata information, serving PLMN of Discoveree UE, user Info ID of the Discoveree UE.
NOTE 3:	The content type value of the message indicates the Type of Discovery Message.
	The Source Layer-2 ID used to send the Ranging/SL Positioning Response message is specified in clause 5.2.
	The Destination Layer-2 ID is set to the Source Layer-2 ID of the received Ranging/SL Positioning Solicitation message.
	The User Info ID of Discoveree UE is the Discoveree UE's Application Layer ID.
	Discoveree UE sends the Response message only if it is authorized to be the corresponding UE role in the solicitation message.
	The Discoverer UE selects the Discoveree UE based on the information received in step 2, when User Info ID of Discoveree UE is not included in Ranging/SL Positioning Solicitation message.
	Discoveree UE sends the Response message if it has the same coverage condition in the solicitation message.
Editor's note:	The RSPP metadata information (e.g. the role(s) of the Discoveree UE) is included as the metadata in the Announcement message, which value is determined by RAN WG2.
[bookmark: _CR6_4_2_2]
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[bookmark: _Toc133441705][bookmark: _Toc134242672][bookmark: _Toc136480567][bookmark: _Toc136480680][bookmark: _Toc153803330]6.4.2.2	Ranging/SL Positioning group member discovery with 5G ProSe capable UE
Figure 6.4.2-1 illustrates the procedure for Ranging/SL Positioning group member discovery with 5G ProSe capable in Model A discovery.


[bookmark: _CRFigure6_4_2_21]Figure 6.4.2.2-1: Ranging/SL Positioning group member discovery in Model A
1.	The Announcing UE sends a Ranging/SL Positioning Group member discovery Announcement message. The Announcement message includes the Type of Discovery Message, serving PLMN of Announcing UE, User info ID of the Announcer UE, coverage condition (i.e. in-coverage, or out-of-coverage), Group ID and RSPP metadata information.
NOTE 1:	The content type value of the message indicates the Type of Discovery Message.
	The Destination Layer-2 ID used to send and receive the Ranging/SL Positioning Group member discovery Announcement message is described in clause 5.8.1.2 of TS 23.304 [7].
	The Source Layer-2 ID used to send and the Ranging/SL Positioning Group member discovery Announcement message is self-assigned by the Announcing UE.
	Announcing UE sends the Announcement message only if it is authorized to be the corresponding UE role in RSPP metadata information.
	The User Info ID of Announcing UE is the Announcing UE's Application Layer ID.
	A Monitoring UE selects the Announcing UE if they have the same coverage condition in step 1.
Editor's note:	The RSPP metadata information (e.g. the role(s) of the Announcing UE) is included as the metadata in the Announcement message, which value is determined by RAN WG2.
Figure 6.4.2.2-2 illustrates the procedure for Ranging/SL Positioning Group member discovery with 5G ProSe capable in Model B discovery.


[bookmark: _CRFigure6_4_2_22]Figure 6.4.2.2-2: Ranging/SL Positioning Group member discovery in Model B
1.	The Discoverer UE (UE-1) sends a Ranging/SL Positioning Group member discovery Solicitation message. The Solicitation message includes the Type of Discovery Message, User Info ID of Discoverer, Group ID, coverage condition (i.e. in-coverage, or out-of-coverage), optionally User Info ID of Discoveree UE and optionally RSPP metadata information.
NOTE 2:	The content type value of the message indicates the Type of Discovery Message.
	The Destination Layer-2 ID used to send and receive the Solicitation message is described in clause 5.8.1.2 of TS 23.304 [7].
	The Source Layer-2 ID to send the Ranging/SL Positioning Solicitation message is self-assigned by the Discoverer UE.
	The User Info ID of Discoverer UE is the Discoverer UE's Application Layer ID.
	User Info ID of Discoveree UE is to identify a specific UE that the discoverer UE would like to discover, which is identified by Discoveree UE's Application Layer ID.
Editor's note:	The RSPP metadata information (e.g. the specific Role(s) to be discovered) is included as the metadata in the Solicitation message, which value is determined by RAN WG2.
2	The Discoveree UE that matches the values of the parameters (including Group ID and User Info ID of Discoveree UE) contained in the Ranging/SL Positioning Group member discovery solicitation message, responds to the Discoverer UE with the Ranging/SL Positioning Group member discovery Response message. The Ranging/SL Positioning Response message includes Type of Discovery Message, serving PLMN of Discoveree UE, the User Info ID of Discoveree, coverage condition (i.e. in-coverage, or out-of-coverage), the RSPP metadata information and the Group ID.
	The Source Layer-2 ID used to send the Ranging/SL Positioning Group member discovery Response message is self-assigned.
	The Destination Layer-2 ID is set to the Source Layer-2 ID of the received Ranging/SL Positioning Group member discovery Solicitation message.
	Discoveree UE sends the Response message only if it is authorized to be the corresponding UE role in the solicitation message.
	The User Info ID of Discoveree UE is the Discoveree UE's Application Layer ID.
	Discoveree UE sends the Response message if it has the same coverage condition in the solicitation message.
Editor's note:	The RSPP metadata information (e.g. the role(s) of the Discoveree UE) is included as the metadata in the Announcement message, which value is determined by RAN WG2.
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[bookmark: _Toc134242673][bookmark: _Toc136480568][bookmark: _Toc136480681][bookmark: _Toc153803331]6.4.3	Ranging/SL Positioning UE discovery with V2X capable UE
The procedure for Ranging/SL Positioning UE discovery and selection with V2X capable UE uses the procedures of Layer-2 link establishment over PC5 reference point in clause 6.3.3 of TS 23.287 [6] as basis with following differences and clarifications:
-	The Service Type in Layer-2 link establishment procedure indicates "Ranging/Sidelink Positioning" service, the Policy/Parameter provisioning for "Ranging/Sidelink Positioning" service is defined in clause 5.2.
-	In step3, the UE determines the destination Layer-2 ID based on the configuration in clause 5.2 for the RSPP transport. The V2X service info indicates "Ranging/Sidelink Positioning" in the Direct Communication Request message. The Direct Communication Request message includes coverage condition (i.e. in-coverage, or out-of-coverage). The Direct Communication Request message may include the RSPP metadata information.
Editor's note:	The RSPP metadata information (e.g. the specific Role(s) of to be discovered) is included as the metadata in the Direct Communication Request message, which value is determined by RAN WG2.
-	In step 4, the QoS info is for the RSPP transport.
-	In step 5, the Direct Communication Accept message includes coverage condition (i.e. in-coverage, or out-of-coverage) and the RSPP metadata information for the Ranging/Sidelink Service oriented Layer-2 link establishment.
Editor's note:	The RSPP metadata information (e.g. the role(s) of the response UE) is included as the metadata in the Direct Communication Accept message, which value is determined by RAN WG2.
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