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Abstract of the contribution: This contribution proposed a new Key Issue on the architectural and procedures enhancements needed to support a Mobile gNB with Wireless access backhaul. 

1.	Discussion
This contribution the key issue for MBSR Architectural and procedures enhancements for FS_VMR_Ph2. 
2.	Text proposal
It is proposed to agree the following changes vs. TS 23.700-06:
[bookmark: _Hlk67396857]>>>>BEGINNING OF CHANGES<<<<
5.x	Key Issue #x: Architectural and procedures enhancements for the support of a MWAB.
This Key issue addresses any architectural and procedures enhancements required to support the Mobile gNB with wireless access backhaul (MWAB) in the 5GS with the use of a PDU session for the wireless backhauling of the N2/N3 interfaces. In addition, a MWAB may not be used by some unauthorized UEs and specific access control may be in place to access the MWAB resources.
This will include: 
-	How the MWAB obtains connectivity to an OAM server responsible for the configuration of the MWAB-gNB
-	Whether and how the MWAB provides service for the HPLMN PLMN ID when roaming nationally to another PLMN.
- 	How to provide the backhaul link using a PDU sessions for a MWAB, including how to discover and determine the AMF for the MWAB-gNB to connect to.
- 	How to provide UE access control, i.e. how to restrict access to the MWAB resources from unauthorized UEs.
-	How to support the MWAB mobility
NOTE 1: it is assumed the allocation of Cell ID and TAC to MWAB cells is studied in RAN WGs
- 	How to support the mobility of UEs served by a MWAB	
NOTE 2: this includes support of service continuity when a UE moves between MWABs or between a MWAB and a gNB.
This KI will not cover the MWAB-UE authorization and MWAB-UE configuration aspects which are subject of a separate KI.
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