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Clause 6.1.3.28 refers to clause 6.1.3.23 and 6.1.3.23a on the "traffic characteristics". However, neither of these clauses define the content of "traffic characteristics". The "traffic characteristics" definition in TS 23.503 is in clause 6.1.3.22, which in turn refers to TSCAC in TS 23.501. However, some TSCAC attributes may not be applicable for the request that is targeted to a group of users (e.g. BAT), since there is no guarantee that the impacted PDU Sessions are using a common UPF. It is therefore better to list the applicable TSCAC attributes explicitly.
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[bookmark: _Toc138309727]*************************** Start of Changes ***************************
6.1.3.28	AF requested QoS for a UE or group of UEs not identified by a UE address
The AF may request that the data session(s) for a UE (identified by a GPSI) or a group of UEs (identified by an External Group ID) for a specific DNN and S-NSSAI are set up with a specific QoS (e.g. with a specific Requested 5GS delay for a low latency service or PDV) and priority handling. The request from the AF may also include parameters for QoS monitoring and parameters that describe the traffic characteristics.
According to the QoS parameters for AF session with QoS as described in clause 6.1.3.22, the parameters that describe the traffic characteristics for AF session with QoS as described in clause 6.1.3.23a, and the parameters to subscribe to be notified of the QoS Monitoring reports as described in clause 6.1.3.21, tThe AF request information may include:
-	DNN and S-NSSAI;
-	Information about target UEs: External Group Identifier or GPSI;
-	Flow Descriptions as described in clause 6.1.3.6;
NOTE 1:	At the time of providing Flow Description from AF, the AF can only provide the server side information as Flow Description, e.g. 3-tuple(s) including protocol, server side IP address and port number. At the time of applying the Flow Description for generation of PCC rules, the PCF can supplement the UE side information, e.g. UE IP address and port.
-	The following Traffic characteristics: flow direction, Periodicity, Survival Time, Periodicity Range as described in clause 6.1.3.23 or clause 6.1.3.23a;
-	QoS parameters (e.g. QoS Reference or individual QoS parameters or Alternative QoS Parameter Set) as defined in clause 6.1.3.22;
-	QoS parameters for monitoring as defined in clause 6.1.3.21;
NOTE 2:	The AF can support monitoring of specific performance characteristic by requesting the Notification control with Alternative QoS Profiles as defined in clause 5.7.2.4.1b of TS 23.501 [2] and deriving the specific degraded QoS characteristic (e.g. GFBR, PDB or PER) and the way it is degraded with the "GFBR can no longer be guaranteed" notifications and indications to Alternative QoS Profile.
-	Temporal invalidity condition (start-time, end-time), indicate the time period when there will be no user payload for the DNN/S-NSSAI and Flow Descriptions provided with the request (e.g. at night or on weekends);
-	Subscription to events as defined in clause 6.1.3.18.
The NEF determines whether or not to invoke the TSCTSF in the same way as for AF session with required QoS procedure, as described in step 2 of clause 4.15.6.6 in TS 23.502 [3].
In case the TSCTSF is not used, tThe NEF stores the AF request on UDR. The PCF receives the AF requested QoS information from the UDR as described in clause 4.15.6.14 of TS 23.502 [3]. If the AF requested QoS information contains temporal invalidity condition, the PCF activates, modifies, or removes PCC rules corresponding to the QoS information as needed based on the invalidity conditions.
In the case that the TSCTSF is used, the TSCTSF receives the AF requested QoS information from the NEF. The TSCTSF applies the AF requested QoS information as described in clause 5.20c of TS 23.501 [2] and clause 4.15.6.14 of TS 23.502 [3].
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