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[bookmark: _Hlk102588365]Abstract of the contribution: This paper proposes a new key issue related to Work Task 2.
1.	 Discussion
This contribution proposes a key issue to study how to enable interworking between CAG and CSG cells during UE mobility. The key issue is based on work task 2 of the FS_5G_Femto SID (SP-231797).

WT#2: How to enable interworking between CAG and CSG cells, e.g., to allow a UE to move from a CAG to CSG cell.
2. Proposals
It is proposed to adopt the following text in TR 23.700-45 v0.0.0.   

[bookmark: _Toc536546762][bookmark: _Toc500949097][bookmark: _Toc92875660][bookmark: _Toc93070684][bookmark: _Toc97526925]START OF CHANGES (ALL NEW TEXT)
[bookmark: _Toc97526903][bookmark: _Toc101526055][bookmark: _Toc104882745][bookmark: _Toc113425893][bookmark: _Toc117496320][bookmark: _Toc122517542][bookmark: _Toc22214905][bookmark: _Toc23254038]5.x	Key Issue #X: Enabling interworking between CAG and CSG cells
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This key issue proposes to study the interworking between CAG and CSG cells. The key issue includes the following aspects:
How, in an efficient manner, perform access control for a UE in the target cell when the UE 
· moves from a CSG cell to a CAG cell; or 
· moves from a CAG cell to a CSG cell.

NOTE 1:	This Key Issue assumes that the existing CAG concept defined for PNI-NPN is re-used for access control when a UE wants to access a 5G Femto cell without impacts to PNI-NPN.
NOTE 2:	This Key Issue expects that solutions avoid impacts on EPC (e.g., MME), E-UTRAN and NG-RAN.
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