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Abstract of the contribution: This contribution proposed new key issues for TR 23.700-06 on VMR_Ph2 on UE access control. 

1.	Discussion
This contribution proposed the key issues related to the UE access control reflecting the following objective of the SID:
· WT-1: Identify gaps for supporting the architecture with a gNB onboard of a relay and the use of a PDU session for the wireless backhauling of the N2/N3 interfaces e.g. including UE access control, including mobility aspects.
   
2.	Text proposal
It is proposed to agree the following changes vs. TS 23.700-06:
[bookmark: _Hlk67396857]>>>>BEGINNING OF CHANGES<<<<
[bookmark: _Toc104390011]5.x	Key Issue #x: Control of UE's access to 5GS via a MWAB
Based on the requirements in TS 22.261 [x], it shall be possible to support provisioning and configuration mechanisms to control UEs' selection of and access to a mobile base station relay, e.g. based on geographic or temporary restrictions, etc.
This key issue is to address those requirements, and potential solutions providing granular and efficient control of both IDLE or CONNECTED mode UE access to MWAB, e.g. during the connection establishment or mobility of the UE. In particular, the following aspects should be addressed:
-	Whether and how to manage access control for the UE's access to MWAB;
-	whether and how to manage the UE's access (e.g. permitted/restricted) to MWAB for specific geographical location(s), time window(s), or other conditions/criteria;
-	whether and how to improve the control of new UEs.
NOTE 1:	Support of legacy UE(s) shall be considered.
NOTE 2:	Aspects related to RAN need to be coordinated with RAN WGs.

>>>>END OF CHANGES<<<<
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