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[bookmark: _Toc153794993]6.4.3.7.2	Layer-2 link management over PC5 reference point for 5G ProSe Layer-2 UE-to-UE Relay
For the 5G ProSe Communication via 5G ProSe Layer-2 UE-to-UE Relay as described in clause 6.7.2, the description in clause 6.4.3.7.1 applies with the following differences and clarifications:
-	The Direct Communication Request message over the second hop PC5 reference point additionally includes the unicast Layer-2 ID of the source 5G ProSe End UE used for communication between the source 5G ProSe End UE and the 5G ProSe Layer-2 UE-to-UE Relay.
-	The Direct Communication Accept message over the first hop PC5 reference point additionally includes the unicast Layer-2 ID of the target 5G ProSe End UE used for communication between the target 5G ProSe End UE and the 5G ProSe Layer-2 UE-to-UE Relay.
-	The Link Modification Request message over the second hop PC5 reference point additionally includes the unicast Layer-2 ID of the source 5G ProSe End UE used for communication between the source 5G ProSe End UE and the 5G ProSe Layer-2 UE-to-UE Relay, if an existing PC5 link is used between the 5G ProSe UE-to-UE Relay and the target 5G ProSe End UE.
-	The Link Modification Accept message over the first hop PC5 reference point additionally includes the unicast Layer-2 ID of the target 5G ProSe End UE used for communication between the target 5G ProSe End UE and the 5G ProSe Layer-2 UE-to-UE Relay, if an existing PC5 link is used between the source 5G ProSe End UE and the 5G ProSe UE-to-UE Relay..
The message contents over PC5 reference point for unicast mode 5G ProSe Direct Communication as depicted from clause 6.4.3.1 to clause 6.4.3.5 are same for the end-to-end connection between peer 5G ProSe End UEs.
Editor's note:	Whether the LIU between peer Layer-2 End UEs has same message contents as direct PC5 LIU messages is FFS.
* * * * End of changes * * * *


