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>>>> Start of Changes <<<<
[bookmark: _Toc66367645][bookmark: _Toc66367708][bookmark: _Toc69743769][bookmark: _Toc73524680][bookmark: _Toc73527584][bookmark: _Toc73950260][bookmark: _Toc81492191][bookmark: _Toc81492755][bookmark: _Toc81816516][bookmark: _Toc145941028]6.2.3.2.1	General
For PDU Session with Session Breakout connectivity model, based on UE subscription (e.g. DNN) and/or the operator's configuration, the DNS Query sent by UE may be handled by an EASDF (see clause 6.2.3.2.2), or by a local or central DNS resolver/server (see clause 6.2.3.2.3).
NOTE 1:	For the scenario where the TE and MT are separated, information provided by the SMF in the NAS message during the PDU Session Establishment or Modification may not be provided to the TE. Annex C documents mitigations for this scenario.
NOTE 2:	The DNS Query sent by UE may or may not carry EDNS Client Subnet option in the DNS message.
The common EAS for a set of UEs can be provided by AF or determined by 5GC, in case not provided by AF, with EAS discovery procedure via EASDF (see clause 6.2.3.2.5). 
The common DNAI  for a set of UEs provided by AF or determined by 5GC, in case not provided by AF, with EAS discovery procedure via EASDF (see clause 6.2.3.2.6) or Local DNS resolver/server (see clause 6.2.3.2.4). 
For the different procedures when 5GC determines the common EAS/DNAI, the NEF determines the common EAS/DNAI with input from SMFs (see clause 6.2.3.2.7).
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