

	
[bookmark: bmS2-154-AH-e--2023-01-16]3GPP TSG-WG SA2 Meeting #160-Ad Hoc-e	S2-2401052r012401052r06
Electronic Jan 22-29, 2024	(was S2-2313213)
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	23.288
	CR
	0989
	rev
	2
	Current version:
	18.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Security Corrections

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	SA2

	
	

	Work item code:
	eNA_Ph3
	
	Date:
	2024-01-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	No matter which service is used to realize a first NWDAF containing MTLF reteriving a model from a second NWDAF containg MTLF, SA3 has the responsibility to find a solution to secure that the model is not forwarded to an AnLF that is not accepted by the second NWDAF containg MTLF i.e., ML model owner.
First the Note:
NOTE 2:	How to authorize an MTLF to request ML models on behalf of an AnLF to another MTLF (e.g., FL server NWDAF) is up to SA WG3.
needs to be more general than just cover the “on-behalf of”-scenario. 

New revision

Adding a reference to TS 33.501 [xx] clause X.10.

According to LS from SA3, LS on Model Sharing With MTLF (S3-235110) they agree this being a security issues. And the understanding from LS is that no specified solution will be available in Rel-18. Therefore a text is added stating that no security solution exists for this in this release. 

Similar security issue came out from a discussion regarding the transfer of models from a source NWDAF. No security solution is in place to prevent a source NWDAF to transfer to the target NWDAF a file address referring to the source NWDAF  (rather than the MTLF from where it received the model). This shall not be allowed, and it is too late to study solutions for this in Rel-18. Either one remove the possibility to send the file address or state the security issue with this procedure and strongly not recommending it to be used referring to models. The second choice is weak and requires more study. The first choice is more future proof. And it is believed that the removing the file address is minor, since sending the file address relates to when the source NWDAF and target NWDAF are from same vendor (Rel-17), and can be solved by sending the model in a proprietary way. Therefore this choice is selected. Furthermore, it is believed that capabilities for controlling the distribution of ML Models towards the NWDAF containing AnLFs in a multi-vendor ML model sharing environment should always be controlled by NWDAFs containing MTLF, not by NWDAFs containing AnLF.

In revision r01 r04 it is suggested to instead of removing the possibility send the URL in transfer procedure a text explaining the security issue related with the featureNote similar as for MTLF model sharing is introduced in another CR.
Original meaning of NOTE 2 is not changed, just broadened according to above discussion


	
	

	Summary of change:
	1. The NOTE 2 is changed to:
Authorization of an NWDAF containing MTFL, also when acting on behalf of an AnLF, to request ML models from an NWDAF containing MTLF is not specified in this release.

2. Adding a reference to TS 33.501 [xx].

3. Removing the possibility to send file address in a transfer procedure.
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	No protection from unauthorized forwarding of models

	
	

	Clauses affected:
	2, 4,1, 5.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


Page 1


[bookmark: _Toc20203939][bookmark: _Toc27894624][bookmark: _Toc36191691][bookmark: _Toc45192777][bookmark: _Toc47592409][bookmark: _Toc51834490][bookmark: _Toc83303923]* * * Start of Changes * * * 
[bookmark: _Toc153794313][bookmark: _Toc145930556]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[3]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]	3GPP TS 23.503: "Policy and Charging Control Framework for the 5G System; Stage 2".
[5]	Void.
[6]	3GPP TS 28.532: "Management and orchestration; Generic management services".
[7]	3GPP TS 28.550: "Management and orchestration; Performance Assurance".
[8]	3GPP TS 28.552: "Management and orchestration; 5G performance measurements".
[9]	3GPP TS 28.545: "Management and orchestration; Fault Supervision (FS)".
[10]	3GPP TS 28.554: "Management and orchestration; 5G end to end Key Performance Indicators (KPI)".
[11]	ITU‑T Recommendation P.1203.3: "Parametric bitstream-based quality assessment of progressive download and adaptive audiovisual streaming services over reliable transport - Quality integration module".
[12]	3GPP TS 38.215: "NR; Physical layer measurements".
[13]	Void.
[14]	3GPP TS 38.331: "NR; Radio Resource Control (RRC) protocol specification".
[15]	3GPP TS 36.331: "Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC); Protocol specification".
[16]	3GPP TS 38.413: "NG-RAN; NG Application Protocol (NGAP)".
[17]	3GPP TS 29.244: "Interface between the Control Plane and the User Plane Nodes".
[18]	3GPP TS 29.510: "5G System; Network function repository services; Stage 3".
[19]	3GPP TS 28.533: "Management and orchestration; Architecture framework".
[20]	3GPP TS 37.320: "Radio measurement collection for Minimization of Drive Tests (MDT); Overall description; stage 2".
[21]	3GPP TS 28.201: "Charging management; Network slice performance and analytics charging in the 5G System (5GS); stage 2".
[22]	3GPP TS 28.541: "Management and orchestration; 5G Network Resource Model (NRM); Stage 2 and stage 3".
[23]	3GPP TS 24.501: "Non-Access-Stratum (NAS) protocol for 5G System (5GS); Stage 3".
[24]	3GPP TS 28.310: "Management and orchestration; Energy efficiency of 5G".
[25]	3GPP TS 29.518: "5G System; Access and Mobility Management Services; Stage 3".
[26]	3GPP TS 29.503: "Unified Data Management Services; Stage 3".
[27]	3GPP TS 26.114: "IP Multimedia Subsystem (IMS); Multimedia Telephony; Media handling and interaction".
[28]	3GPP TS 26.247: "Transparent end-to-end Packet-switched Streaming Service (PSS); Progressive Download and Dynamic Adaptive Streaming over HTTP (3GP-DASH)".
[29]	3GPP TS 26.118: "Virtual Reality (VR) profiles for streaming applications".
[30]	3GPP TS 26.346: "Multimedia Broadcast/Multicast Service (MBMS); Protocols and codecs".
[31]	3GPP TS 26.512: "5G Media Streaming (5GMS); Protocols".
[32]	3GPP TS 26.531: "Data Collection and Reporting; General Description and Architecture".
[33]	3GPP TS 22.261: "Service requirements for the 5G system; Stage 1".
[34]	3GPP TS 23.032: "Universal Geographical Area Description (GAD)".
[35]	3GPP TS 22.071: "Technical Specification Group Systems Aspects; Location Services (LCS)".
[36]	3GPP TS 29.508: "5G System; Session Management Event Exposure Service; Stage 3".
[37]	3GPP TS 29.572: "5G System; Location Management Services; Stage 3".
[38]	GSMA TS.06: "IMEI Allocation and Approval Process".
[39]	3GPP TS 23.273: "5G System (5GS) Location Services (LCS); Stage 2".
[40]	ITU‑T Y.1540: "Internet protocol data communication service - IP packet transfer and availability performance parameters".
[41]	3GPP TS 28.622: "Telecommunication management; Generic Network Resource Model (NRMs). Integration Reference Point (IRP): Information Service (IS)".
[42]	3GPP TS 32.422: "Subscriber and equipment trace: Trace control and configuration management".
[43]	3GPP TS 26.532: "Data Collection and Reporting; Protocols and Formats".
[44]	3GPP TS 38.455: "NG-RAN; NR Positioning Protocol A (NRPPa)".
[45]	3GPP TS 28.104: "Management and orchestration; Management Data Analytics (MDA)".
[46]	3GPP TS 28.537: "Management and orchestration; Management capabilities".
[bookmark: _CR3][47]	3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".
[48]	3GPP TS 29.515: "Gateway Mobile Location Services; Stage 3".
[xx]	3GPP TS 33.501: "Security architecture and procedures for 5G system".

* * * Second Change * * * 
[bookmark: _Toc153794318]4.1	General
The NWDAF (Network Data Analytics Function) is part of the architecture specified in TS 23.501 [2] and uses the mechanisms and interfaces specified for 5GC in TS 23.501 [2] and OAM services (see clause 6.2.3.1).
The NWDAF interacts with different entities for different purposes:
-	Data collection based on subscription to events provided by AMF, SMF, UPF, PCF, UDM, NSACF, AF (directly or via NEF) and OAM;
-	[Optionally] Analytics and Data collection using the DCCF (Data Collection Coordination Function);
-	Retrieval of information from data repositories (e.g. UDR via UDM for subscriber-related information or via NEF(PFDF) for PFD information);
-	Data collection of location information using LCS (finer granularity location information determined by LMF);
-	[Optionally] Storage and retrieval of information from ADRF (Analytics Data Repository Function);
-	[Optionally] Analytics and Data collection from MFAF (Messaging Framework Adaptor Function);
-	Retrieval of information about NFs (e.g. from NRF for NF-related information);
-	On demand provision of analytics to consumers, as specified in clause 6.
-	Provision of bulked data related to Analytics ID(s).
-	Provision of Accuracy information about Analytics ID(s).
-	Provision of ML model accuracy information or ML model accuracy degradation about a ML Model.
A single instance or multiple instances of NWDAF may be deployed in a PLMN. If multiple NWDAF instances are deployed, the architecture supports deploying the NWDAF as a central NF, as a collection of distributed NFs, or as a combination of both. If multiple NWDAF instances are deployed, an NWDAF can act as an aggregate point (i.e. Aggregator NWDAF) and collect analytics information from other NWDAFs, which may have different Serving Areas, to produce the aggregated analytics (per Analytics ID), possibly with Analytics generated by itself.
NOTE 1:	When multiple NWDAFs exist, not all of them need to be able to provide the same type of analytics results, i.e. some of them can be specialized in providing certain types of analytics. An Analytics ID information element is used to identify the type of supported analytics that NWDAF can generate.
NOTE 2:	NWDAF instance(s) can be collocated with a 5GS NF.
The security requirements and procedures for the Network Automation features are specified in TS 33.501 [xx] Annex X.10.


* * * Third Change * * * 
[bookmark: _Toc153794326]5.3	Federated Learning (FL) among multiple NWDAFs
Federated learning among multiple NWDAFs is a machine learning technique in core network that trains an ML Model across multiple decentralized entities holding local data set, without exchanging/sharing local data set. This approach stands in contrast to traditional centralized machine learning techniques where all the local datasets are uploaded to one server, thus allowing to address critical issues such as data privacy, data security, data access rights.
NOTE 1:	Horizontal Federated Learning is supported among multiple NWDAFs, which means the local data set in different FL client NWDAFs have the same feature space for different samples (e.g. UE IDs).
For Federated Learning supported by multiple NWDAFs containing MTLF, there is one NWDAF containing MTLF acting as FL server (called FL server NWDAF for short) and multiple NWDAFs containing MTLF acting as FL client (called FL client NWDAF for short), the main functionality includes:
FL server NWDAF:
-	discovers and selects FL client NWDAFs to participant in an FL procedure
-	requests FL client NWDAFs to do local model training and to report local model information.
-	generates global ML model by aggregating local model information from FL client NWDAFs.
-	sends the global ML model back to FL client NWDAFs and repeats training iteration if needed.
FL client NWDAF:
-	locally trains ML model that tasked by the FL server NWDAF with the available local data set, which includes the data that is not allowed to share with others due to e.g. data privacy, data security, data access rights.
-	reports the trained local ML model information to the FL server NWDAF.
-	receives the global ML model feedback from FL server NWDAF and repeats training iteration if needed.
FL server NWDAF or FL client NWDAF register to NRF with their FL capability information as described in clause 5.2.
The NWDAF containing MTLF determines to train an ML model either based on local configuration or when it receives the request from NWDAF containing AnLF. The NWDAF containing MTLF further determines whether the ML model should be trained via FL mechanism based on Analytic ID, Service Area/DNAI or data can not be obtained directly from data producer NF (e.g. due to data privacy, data security). The NWDAF containing AnLF is not aware whether the ML model is trained based on FL or not.
If the NWDAF containing MTLF can act as an FL server for the ML model training, then FL procedure is initiated by the NWDAF containing MTLF as FL server NWDAF directly.
If the NWDAF containing MTLF determines to train an ML model based on local configuration and the FL mechanism is required, but the NWDAF containing MTLF can't act as an FL server, the NWDAF containing MTLF should discover an FL server NWDAF as described in clause 5.2 and request the FL server NWDAF to provide the trained ML model as described in clause 6.2C.2.2. The FL server NWDAF may determine to initiate FL procedure before providing the ML model.
If the ML model training is triggered by the request from NWDAF containing AnLF, the NWDAF containing MTLF determines the FL mechanism is required but it can not act as an FL server, the NWDAF containing MTLF should discover an FL server NWDAF as described in clause 5.2 and request the FL server NWDAF to provide the trained ML model as described in clause 6.2C.2.2. The Notification endpoint of the NWDAF containing AnLF is provided in the request message sent to the FL server NWDAF. The FL server NWDAF may determine to initiate FL procedure before providing the ML model. The FL server NWDAF sends the ML model information to the notification endpoint (e.g. the NWDAF containing AnLF) after the ML model training success.
NOTE 2:	How to authorize an MTLF to request ML models, including on behalf of an AnLF to another MTLF (e.g., FL server NWDAF) is up to SA WG3.

Before FL procedure is initiated by FL server NWDAF, appropriate FL client NWDAFs should be discovered by FL server NWDAF as described in clause 5.2.
When starting an FL procedure, the FL server NWDAF is to provide an initial model to each FL client NWDAF, and then each FL client NWDAF is to perform local model training using their local data set. The detailed procedure for FL among Multiple NWDAFs is described in clause 6.2C.
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