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Abstract: A new key issue for location services for UEs accessing via a MWAB.
1. Introduction
According to the following agreed FS_VMR_Ph2 in SP-231799, the WT#3 focuses on how to enhance the architecture to enable support for UE location services (with focus on the identification of the location of the Cell of the VMR) and emergency services. 
This pCR proposes a new key issue for WT#3.
2. Text Proposal
It is proposed to capture the following changes in TR 23.700-06.
[bookmark: _Toc519004414][bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc97151683][bookmark: _Toc100980636][bookmark: _Toc104390002][bookmark: _Toc112738467][bookmark: _Toc119960828]5.X	Key Issue #X: Support of location services for UEs accessing via a MWAB
When the MWAB node consists of a UE co-located with a full gNB, with the MWAB-gNB establishing N2/N3 interface to an AMF/UPF residing in the 5GC over a PDU session, the location of the cell serving the UEs changes, and this affects not only positioning procedures but also regulatory services needs UE location. 
Therefore, this key issue needs to address:
-	How to determine the location of a MWAB-gNB’s cell.
-	How to support location services for the UEs served by a MWAB node.
NOTE 1:	For this key issue, this study shall not change the LCS framework.
NOTE 2:	The coordination with RAN may be needed. 
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