

	
[bookmark: _Hlk91753531]SA WG2 Meeting #160AH	S2-2400749
E-meeting, January 22 – 29, 2024        	  	  			       		          (revision of S2-240)
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	23.401
	CR
	DRAFT 
	rev
	-
	Current version:
	18.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Support of Edge Computing for EPC Interworking

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	S2

	
	

	Work item code:
	TEI19_EC4EPCIWK
	
	Date:
	[bookmark: _Hlk98854634]2024-01-04

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-19

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	TEI19_EC4EPCIWK Enables the PGW-C to insert an UL Classifer (UL/CL) and L-PSA  close to or co-located with the SGW-U, and to change the UL/CL/ L-PSA  when the SGW-U changes (e.g. as a result of UE mobility), such as to be able to offload selective traffic. This includes: 
a) enhancing the S5 GTP-C procedures to support enabling the SGW-C to update the SMF+PGW-C with the SGW-U node name of the (new) SGW-U selected for the PDN connection. 
b) enable the SMF+PGW-C to discover and select an UL/CL (a and L-PSA) co-located with the SGW-U. 


	
	

	Summary of change:
	Very high level Introduction to TEI19_EC4EPCIWK related changes in a new clause that refers to TS 23.502 where Edge Computing using a combined SMF+PGW-c is defined.

	
	

	Consequences if not approved:
	Inconsistent or incomplete specifications

	
	

	Clauses affected:
	4.3.X (new)

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	

	
	

	This CR's revision history:
	




Page 1






FIRST CHANGE

[bookmark: _Toc19171799][bookmark: _Toc27844083][bookmark: _Toc36134241][bookmark: _Toc45175922][bookmark: _Toc51761952][bookmark: _Toc51762437][bookmark: _Toc51762920][bookmark: _Toc153795942]4.3.X	Support of Edge Computing using a combined SMF+PGW-c
The support of Edge Computing over EPC relies upon the selection of a P-GW that supports the combined SMF+PGW-c functionality specified in TS 23.501 [83], TS 23.502 [84] and TS 23.503 [88]. This functionality may be supported by a network even if it has no NG-RAN coverage, however, it requires that the subscriber has a subscription record in the 5GS UDM.
The support of Edge Computing over EPC using a combined SMF+PGW-c is defined in TS 23.502 [84].
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