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[bookmark: _Hlk526665839]Abstract of the contribution: This paper discusses TEI19 WID proposal on UE Policy PCRT support in EPS.
Discussion
[bookmark: _Hlk23857432][bookmark: _Hlk35194637]In Rel-18, URSP delivery via EPS procedure has been defined. When the UE is in EPS, the PCF for the UE delivers the UE Policy via SMF+PGW-C. Therefore, the PCRTs for the UE Policy Association defined in 5GS need to be applied to SMF+PGW-C as well. However, some PCRTs are still not clear whether and how it can operate when the UE is in EPS. Specifically, the “Connectivity state changes” PCRT, which requires recognition of ECM state, is not clear how to apply it to SMF+PGW-C. 
So, it is proposed to specify how to apply UE Policy PCRTs to SMF+PGW-C with more clarity.
Therefore, we would like to propose TEI19 work item on UE PCRT support in EPS (TEI19_UEPCRT_EPS).
The objective of this work item is to: 
-	Add procedures related to UE PCRT support in EPS to TS 23.401 and TS 23.502.

Proposal
Based on the discussion above, the WID and the draft CRs were submitted in this meeting:
1) S2-2400934: New WID: UE Policy PCRT support in EPS (TEI19_UEPCRT_EPS)
2) S2-2400936: Draft CR to TS 23.401
3) S2-2400938: Draft CR to TS 23.502
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