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[bookmark: _Toc462478989]Abstract of the contribution: This paper proposes architectural assumptions and requirements for the TR 23.700-49.
1	Proposal
It is proposed to include the following changes in TR 23.700-49 V0.0.0.
[bookmark: _Toc93073650]		* * * * Start of Changes * * * *
[bookmark: _Toc155625511][bookmark: _Toc93073657]4.1.1	Architectural Assumptions
The following architecture assumptions are applied:
-	This study shall use architecture specified in TS 23.501 [a], TS 23.502 [b], TS 23.503 [c] and TS 23.548(d) as basis.
-	For WT#1.1, it is assumed that the I-UPF acting as ULCL/BP is controlled by the central SMF.
-	For WT#1.2 it is assumed that the EAS load and N6 Delay between the local PSA and EAS are provided by the Application Function to 5GC.

* * * * Next Changes * * * *
[bookmark: _Toc155625514]4.2.1	Architectural Requirements
The following architecture requirements are applied
-	For WT#2, all connectivity models in TS 23.548 need to be addressed and a single solution for all models is preferred
-	For WT#2, solution shall address how to identify the application traffic being routed between two EASs located in two different Edge Environments, how to identify the application traffic being routed between the local part of the DN and central part of the DN. Charging aspect for these application traffic shall be coordinated with SA5.

* * * * End of Changes * * * *
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