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1. Overall Description:
SA2 thanks SA3 for the answers to the following question asked by SA2.
Q4:	For Ranging/SL positioning service exposure to the SL positioning client UE, either through PC5 or through the 5GC network, privacy aspects of exposing the location of the Target UE/SL Reference UE may need to be studied by SA3.
SA2 has discussed further questions asked by SA3 as listed below, and would like to provide the following answer:
Question1 to SA2: SA3 would like to request confirmation from SA2 whether the UE already supports adding user info of the Client UE within SL-MO-LR and the GMLC already supports to provide the required service to the LMF triggering privacy check or can be supported in Rel-18 timeframe.
SA2 answer to Q1: Exposing absolute location to SL Positioning Client UE has not been supported in SL-MO-LR procedure, and the support of network-based operation is not fully specified in the “procedure of Ranging/SL Positioning service exposure through PC5”, which both require more big efforts. Considering that any further change in the SA2 procedure will greatly impact the workload of downstream working groups, it is crucial to keep the stableness of the SA2 features during maintenance phase, it is proposed to down scope the feature of Ranging/SL Positioning service exposure to the SL Positioning Client UE through PC5 for R18 as below:
· Remove the support of exposing absolute location to SL Positioning Client UE
· Remove the support of network-based operation in the “procedure of Ranging/SL Positioning service exposure through PC5”
For details, please check the CR in attachment.

Question2 to SA2/RAN2: SA3 would like to request confirmation from SA2/RAN2 whether PC5 message or SLPP message already supports to carry the required information between the UEs or can be supported in Rel-18 timeframe.
SA2 answer to Q2: based on the LS out to RAN2, CT1 and CT4 in S2-2313889, RSPP includes SLPP messages and Supplementary RSPP signalling messages transferred over SR5. SA2 assumes that the required information between the UEs (e.g. user info of Client UE) mentioned in Question 2 for UE-only operation is carried in the Supplementary RSPP signalling message, which is to be developed by CT WGs.
2. Actions:
To SA3, CT1, CT4
ACTION: 	
SA2 kindly asks SA3, CT1 and CT4 to take SA2’s down scoping agreements into account to develop related specifications and feedback if the above agreements are not technically feasible.

3. Date of Next SA2 Meetings
SA2#161	26th Feb - 1st Mar 2024	Athens, GR
SA2#162	15th - 19th Apr 2024	China (TBC), CN
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