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[bookmark: _Toc462478989]Abstract of the contribution: This paper proposes a new Key Issue to cover WT#1.1 for DualSteer for the FS_MASSS TR 23.700-54.
1	Discussion
This paper proposes a new Key Issue to cover WT#1.1 of the FS_MASSS SID (SP-231802). 
2	Proposal
It is proposed to include the following changes in TR 23.700-54 V0.0.0.
[bookmark: _Toc510607461]		* * * * Start of Changes * * * *
[bookmark: _Toc155625517][bookmark: _Toc129708880][bookmark: _Toc155625511][bookmark: _Toc93073657]5.1	Key Issue for DualSteer
[bookmark: _Toc155625518]5.1.x	Key Issue #X: DualSteer - Subscription aspects
[bookmark: _Toc155625519]5.1.x.1 	Description
A DualSteer Device supports traffic steering and switching of user data (for different services) across two 3GPP access networks. A DualSteer Device can be:
-	a single UE, in case of non-simultaneous data transmission over the two networks; or 
-	two separate UEs in case of simultaneous data transmission over the two networks. 
The subscriber of the DualSteer Device has two subscriptions (i.e. two distinct SUPIs), sharing one subscription profile from the same operator. This key issue will study whether and how to enhance UE’s subscription data for the following cases:
 -	single UE (non-simultaneous data transmission over the two networks); and
 -	two separate UEs (simultaneous data transmission over the two networks)

* * * * End of Changes * * * *
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