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	Reason for change:
	RAN2 sent SA2 the LS on L2ID and User Info for L2 based U2U (S2-2311980/R2-2311566) to inform SA2 of the following RAN2 working assumption and ask SA2 if the working assumption is feasible from SA2 perspective.


RAN2 further discussed how to link the User Info ID with the Local ID at the remote UE, based on two options that are both feasible from RAN2 perspective, and then RAN2 made a working assumption that the RRCReconfigurationSidelink message carries both the L2 ID and the Local ID of the peer Remote UE and assumes that the association between the User Info ID and the L2 ID of the peer Remote UE is done at the Remote UE ProSe layer.
Therefore, RAN2 would ask SA2 if the above working assumption is feasible from SA2 perspective. RAN2 will appreciate timely response from SA2 before TSG-RAN#102. RAN2 intend to implement this working assumption if SA2 indicate it is feasible.

[bookmark: _GoBack]As discussed in S2-2312246, in order to make RAN2 working assumption workable, it is propsed to enhance the Direct Communication Accept message over the first hop to include the Layer-2 ID of target Layer-2 End UE to the source Layer-2 End UE, so that the souce Layer-2 End UE keeps the association between User Info ID and Layer-2 ID of the target Layer-2 End UE.


	
	

	Summary of change:
	  Enhance the Direct Communication Accept message over the first hop to include the Layer-2 ID of target Layer-2 End UE to the source Layer-2 End UE.

	
	

	Consequences if not approved:
	Lack of the association between User Info ID and Layer-2 ID of the target Layer-2 End UE makes RAN2 working assumption not feasible.
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[bookmark: _Toc145931783]6.4.3.7.2	Layer-2 link management over PC5 reference point for 5G ProSe Layer-2 UE-to-UE Relay
For the 5G ProSe Communication via 5G ProSe Layer-2 UE-to-UE Relay as described in clause 6.7.2, the description in clause 6.4.3.7.1 applies with the following differences and clarifications:.
-	The Direct Communication Accept message over the first hop PC5 reference point additionally includes Layer-2 ID of target 5G ProSe Layer-2 End UE which is obtained by 5G ProSe Layer-2 UE-to-UE Relay during the Security Procedure of the second hop PC5 reference point as described in step 6 of clause 6.7.1.1.
The message contents over PC5 reference point for unicast mode 5G ProSe Direct Communication as depicted from clause 6.4.3.1 to clause 6.4.3.5 are same for the end-to-end connection between peer 5G ProSe End UEs.
Editor's note:	Whether the LIU between peer Layer-2 End UEs has same message contents as direct PC5 LIU messages is FFS.
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