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	Reason for change:
	RAN3 sent SA2 the LS on handling of location information in multi-path operation (S2-2311965/R3-235761) to ask SA2 about the following question.


For the Multi-path operation in SL Relay Enhancement WI, RAN3 discussed the aspect on whether the NG-RAN node reports both the cell ID of the direct path and the cell ID of the indirect path to the AMF, in case the direct path and the indirect path connect with different cells of same gNB. 
RAN3 observed that the NG-RAN node can also report to the AMF the cell identity of PSCell in the dual connectivity. Because it is the 5GC to use the User Location Information, RAN3 would like to request SA2 answer the following question:
Question: Whether it is required for NG-RAN node to report both cell IDs of direct path and indirect path to AMF, in case the direct path and the indirect path connect with different cells of same gNB?

For LI purpose, it is proposed to support NG-RAN reporting both cell IDs of direct path and indirect path to AMF, in case the direct path and the indirect path connect with different cells of same gNB.


	
	

	Summary of change:
	  Adding requirement for Cell ID information of 5G ProSe Layer-2 UE-to-Network Relay path reporting when supported.

	
	

	Consequences if not approved:
	Delivery of Cell ID information of 5G ProSe Layer-2 UE-to-Network Relay path would not be available in the CN.
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[bookmark: _Toc145931836]6.9.3	Multi-path communication via direct Uu path and via 5G ProSe Layer-2 UE-to-Network Relay
Editor's note:	Alignment with RAN WGs is to be done.
When a 5G ProSe Layer-2 Remote UE is accessing the network via direct Uu path and via 5G ProSe Layer-2 UE-to-Network Relay, the NG-RAN Location reporting procedures as specified in clause 4.10 of TS 23.502 [5] is applied with the following differences:
-	When multi-path communication via direct Uu path and via 5G ProSe Layer-2 UE-to-Network Relay is activated, Cell ID information of 5G ProSe Layer-2 UE-to-Network Relay path is only reported if requested by the AMF.
-	For step 1, if the Reporting Type indicates to report whenever the UE changes cell and if Cell ID information of 5G ProSe Layer-2 UE-to-Network Relay path reporting is requested and multi-path communication via direct Uu path and via 5G ProSe Layer-2 UE-to-Network Relay is in use, the RAN node shall also report to the AMF whenever the Cell ID information of 5G ProSe Layer-2 UE-to-Network Relay path changes.
-	For step 2, if Cell ID information of 5G ProSe Layer-2 UE-to-Network Relay path reporting is requested and multi-path communication via direct Uu path and via 5G ProSe Layer-2 UE-to-Network Relay is activated, then the NG-RAN node shall also include the Cell ID information of 5G ProSe Layer-2 UE-to-Network Relay path.
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