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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc145928642]8.3.2.7	Nlmf_Location_UPConfig service operation
Service operation name: Nlmf_Location_UPConfig
Description: The consumer NF requests to set up, modify or terminate a secure LCS-UP connection for a target UE.
Input, Required: Notification Target Address (+Notification Correlation ID), UE identifier (GPSI, SUPI).
Input, Optional: AMF reallocation indication, LCS-UP connection termination indication, LCS-UP connection set up request indication, Target LMF identifier.
Output, Required: Success/Failure indication
Output, Optional: Failure Cause (in the case of failure indication provided).
See clauses 6.18.2 and 6.18.3 for an example of usage of this service operation.
* * * * Second change * * * *
[bookmark: _Toc145928643]8.3.2.8	Nlmf_Location_UPSubscribe service operation
Service operation name: Nlmf_Location_UPSubscribe
Description: Allow the consumer NF to subscribe about status of a secure LCS-UP connection for a target UE.
Input, Required: Notification Target Address (+Notification Correlation ID), UE identifier (SUPI and if available GPSI).
Input, Optional: None.
Outputs, Required: None.
Outputs, Optional: None.
* * * * Third change * * * *
[bookmark: _Toc145928644]8.3.2.9	Nlmf_Location_UPNotify service operation
Service operation name: Nlmf_Location_UPNotify
Description: Allow the consumer NF get notified about status or modification of a secure LCS-UP connection for a target UE.
Input, Required: Notification Correlation InformationID, LCS-UP connection status (established, released or move indication).
Input, Optional: Target LMF identifier (only applicable in case of move of the connection).
Output, Required: None.
Output, Optional: None.
See clauses 6.18.1 and 6.18.3 for an example of usage of this service operation.

* * * * End of changes * * * *

