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	Reason for change:
	In clause 6.5.3.1, since the agreed paper S2-2311465 has adjusted the sequence of the SL-MO-LR procedure, it makes the reference of the steps not align with current SL-MO-LR prcedure for MO-LR Procedure for Network-assisted SL Positioning for UE with NAS connection.

[bookmark: _GoBack]In addition, in clause 6.5.3.2, it is for MT-LR Procedure for Network-assisted SL Positioning, based on explanation for Network-assisted usage in clause 5.5.4, it can be seen that it is the UE to calculate the result, which needs to highlight the difference from the 5GC-MT-LR using SL positioning procedure as defined in clause 6.20.5 of TS 23.273

	
	

	Summary of change:
	1. Correct the sequence of the step following SL-MO-LR procedure in TS23.273.
2. Add the difference of MT-LR Procedure for Network-assisted SL Positioning for UE with NAS connection campare to the 5GC-MT-LR using SL positioning procedure as defined in clause 6.20.5 of TS 23.273
· It is the UE performing the calculation.

	
	

	Consequences if not approved:
	
The steps refered to TS23.273 are not correct.
Not clear what the difference for MT-LR Procedure for Network-assisted SL Positioning for UE with NAS connection campare to the 5GC-MT-LR using SL positioning procedure as defined in clause 6.20.5 of TS 23.273
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[bookmark: _Toc136480575][bookmark: _Toc136480688][bookmark: _Toc145941334]6.5.3.1	MO-LR Procedure for Network-assisted SL Positioning for UE with NAS connection 
The procedures defined in this clause apply to Network-assisted SL Positioning for UE with NAS connection, as defined in clause 5.5.4, when the service request is initiated by the Target UE.
If the Located UE(s) is known to the Target UE (e.g. based on Located UE discovery and selection), SL-MO-LR procedure defined in clause 6.20.1 of TS 23.273 [8] is performed with the following adaptations:
-	UE1 is the Target UE, and UE2/.../UEn is the Located UE. UE1 provides application layer ID of UE2/.../UEn as the Located UE ID in the SL-MO-LR request.
-	It is indicated in step 8 that absolute location of UE1 is required.
-	It is indicated in step 14 15 that Network-assisted SL Positioning is applied and optionally the selected SL Positioning Server UE, e.g. Target UE or Located UE, for result calculation.
-	In step 1819, the response includes absolute location of UE1.
-	Step 19 and step 20 are is skipped.
If the Located UE(s) is not known to the Target UE, 5GC-MO-LR procedure using SL positioning defined in clause 6.20.2 of TS 23.273 [8] is performed.

[bookmark: _Toc136480576][bookmark: _Toc136480689][bookmark: _Toc145941335]6.5.3.2	MT-LR Procedure for Network-assisted SL Positioning for UE with NAS connection 
The procedures defined in this clause apply to Network-assisted SL Positioning for UE with NAS connection, as defined in clause 5.5.4, when the service request is initiated by the AF or LCS Client.  
5GC-MT-LR procedure using SL positioning defined in clause 6.20.5 of TS 23.273 [8] is performed with the following adaptations:.
-	The UE performs the absolute location estimation.
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