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1 Overall description
SA2 thanks RAN2 for the Liaison (S2-2311981/R2-2311590) on XR awareness. Regarding the below question raised by RAN2, SA2 would like to provide the following reply:
Question :	
Some of the radio level capabilities defined by RAN2 (e.g. pdu-SetDiscard, which indicates whether the UEs supports PDU set based discard operation) implicitly assume XR awareness for UL traffic in UE AS layer (i.e. awareness of PDU sets, data bursts, and PSI). However, RAN2 thinks it is up to SA2/CT1 to decide whether AS/NAS interactions or NAS signaling is required to support this and, if so, how they are defined.
Answer:          
As per the application layer interaction, the AF knows whether UE supports UL PDU set handling. In order words, the UE will negotiate the requested PDU Set  QoS parameters with the AF only when the UE has the capability to perform UL PDU set handling. Besides, RAN2 has already defined some radio level capabilities on XR awareness for UL traffic in UE AS layer. Therefore, there’s no need for the UE to provide its capability of UL PDU set handling to CN by NAS signaling. 
If the UE supports UL PDU set handling, it negotiates with the AF the protocol description to be used, and thus the UE use the information including protocol description provided by the upper layers for the identification of PDU sets, data bursts and PSI. How the UE uses this information is based on the implementation.
Furthermore, SMF provides a PDU Set UL Identification Indication in the QoS rule in order to inform the UE which SDF is authorized by CN to perform UL PDU set handling.

                      
2 Actions
To RAN2:
ACTION: 	SA2 kindly asks RAN2 to take the above reply into account.
3	Dates of next TSG SA2 meetings
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