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      * * * Start of Change * * * 
[bookmark: _Toc138309680]5.37.2	Policy control enhancements to support multi-modal services
A Mmulti-modal services is a communication service that consists of several mediadata flows (named as multi-modal flows) that related to each other and that are subject to application coordinationmay come from different sources. Each data flow (single-modal data) may be seen as oneThe media flows can transfer different types of data (for example audio, video, positioning, haptic data) and may come from different sources  associated with the same communication service. Data flows that comprise a multi-modal service may come from(e.g. a single UE, either via a single device or via multiple devices connected to the single UE that can access the 5GS, or from multiple UEs).
For the single UE case, the it is expected multi-modal application behaviour is that those mediadata flows that are closely related and require strong application coordination for correct deliverythe proper execution of the multi-modal serviceapplication data., Therefore, all those media flows are transmitted in a single PDU Ssession.
-	The Nnef_AFsessionWithQoS service allows the AF to provide, at the same time, service requirements, for each media  flow that comprise belongs to the multi-modal service, a Multi-modal Service ID, the service requirements and the QoS monitoring requirements for multiple IP data flows associated to a multi-modal service. The AF may also use multiple Nnef_AFsessionWithQoS requests all with the same Multi-modal Service ID, for providing the attributes of the media flows comprising the multi-modal service.
-	The AF may provide to the PCF a Multi-modal Service ID is, as an explicit indication that the application trafficsmedia flows are related to a multi-modal service. The PCF may use this information to derive the correct PCC rules and to apply appropriate QoS policies for the mediadata flows that are part of a specific multi-modal application.
-	The AF may provide QoS monitoring requirements for mediadata flows associated to a multi-modal service to the PCF (either directly or via NEF) with in a certain period. The PCF generates the authorized QoS Monitoring policy for these each service mediadata flows.
NOTE:	In order to start the QoS monitoring of the packet delay results for the mediadata flows associated to a multi-modal service within a certain period of time, the PCF needs to receive the QoS monitoring requirements for those mediadata flows from AF within a single request or, in case of multiple requests, within a short period of timeaccordingly.
-	The multi-modal services are carried in single PDU session for one UE.
In addition to the features that are provided for the case that the media flows are associated with a single UE, the following features are provided for the case where the media flows are associated with more than one UE:
-	The same DNN/S-NSSAI combination for the multi-modal service should be selected among by each of the involvedthe multiple UEs. The URSP Rule evaluation framework is used to ensure that the same DNN/S-NSSAI is selected.
-	The AF may allocate should use the same Multi-modal Service ID to all UE PDU sessionsin the interactions with the PCF(s) for all the involved UEs that compose relate to a multi-modal service. The PCF may take this information into account (e.g. to allocate apply a specific QoS profilepolicy) when processing each PDU sessionAF request independently. The mediadata flows that contribute to the service experience, but may are still be valid stand-alone, may beas they are transmitted over separate PDU Ssessions from multiple to/from the involved UEs.
-	If multiple PCFs are involved, the PCF(s) take policy decisions according to the input provided by the AF. There is no support for policy coordination among the multiple PCF(s) in this Release of the specification. Policy decisions are taken by each PCF separately on a per PDU sSession basis.
      * * * End of Change * * * 
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