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Abstract of the contribution: this contribution proposes to add a new key issue for supporting adjustment based on dynamic change in traffic characteristics.
Discussion
The WT#2.2 of FS_XRMPh2 is described as following:

WT#2.2 Study whether and how to support dynamic change (via user plane) in traffic characteristics (e.g. burst related parameters), provided by the application in the DN.
For XR/media services, application traffic characteristics may frequently change, e.g. due to operation of application client. In order to guarantee the high data rate and low latency, the highly dynamic cooperation between the 5GS and application is needed. If the application in DN provides traffic characteristics information to 5GS, then 5GS could correspondingly adjustment to adapt dynamic change in traffic characteristics.
Proposal
It is proposed to capture the following changes vs. TR 23.700-70.
***** BEGIN 1st CHANGE *****
5.x
Key Issue #x: Support for adjustment based on dynamic change in traffic characteristics
5.x.1
Description
For XR/media services, application traffic characteristics may frequently change, e.g. due to operation of application client. In order to guarantee the high data rate and low latency, the highly dynamic cooperation between the 5GS and application is needed.
This key issue is targeting how for 5GS supports the adjustment in order to adapt dynamic change in traffic characteristics provided by the application in the DN. 
The following aspects need to be studied:

-
What traffic characteristics information are needed and to be provided by AS/AF;
-
How the interaction between an AS/AF and 5GS to enable 5GS adjustment adapting to dynamic change in traffic characteristics.
NOTE: Coordination with RAN and SA4 may be needed.
***** End of CHANGE *****
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