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********** First Change **********
[bookmark: _Toc27895158][bookmark: _Toc36192255][bookmark: _Toc45193368][bookmark: _Toc47593000][bookmark: _Toc51835087][bookmark: _Toc145940087][bookmark: _Toc138252889]5.2.3.6.2	Nudm_ParameterProvision_Update service operation
Service operation name: Nudm_ParameterProvision_Update.
Description: The consumer updates the UE related information (e.g. Expected UE Behaviour, Network Configuration parameters, Location Privacy Indication parameters, Enhanced Coverage Restriction Information, ECS Address Configuration Information), 5G VN group related information (5G VN group data, 5G VN membership management), Multicast MBS group related information, or Application-Specific UE Behaviour.
Inputs, Required: AF Identifier, Transaction Reference ID(s).
Inputs, Optional: GPSI or SUPI, External Group ID, DNN, S-NSSAI, at least one of the Expected UE Behaviour parameters (optionally with associated confidence and/or accuracy levels) or at least one of the Application-Specific Expected UE Behaviour parameters (optionally with associated confidence and/or accuracy levels) or at least one of the Network Configuration parameters or 5G VN group related information, MTC Provider Information, Validity Time or Location Privacy Indication parameters or Enhanced Coverage Restriction Information or ECS Address Configuration Information, Multicast MBS related information, or Application-Specific UE Behaviour.
Outputs, Required: Transaction Reference ID(s), Operation execution result indication, or DNN and S-NSSAI specific Group Parameters.
Outputs, Optional: Transaction specific parameters, if available.
For Multicast MBS related information, refer to TS 23.247 [78].

********** Next Changes **********
	
[bookmark: _Toc145940088]5.2.3.6.3	Nudm_ParameterProvision_Create service operation
Service operation name: Nudm_ParameterProvision_Create
Description: The consumer creates a Network Configuration with one or more parameters, a 5G VN group related information (e.g. 5G VN group data, 5G VN membership management), or Multicast MBS related information.
Inputs, Required: AF Identifier, Transaction Reference ID(s).
Inputs, Optional: GPSI, External Group ID, DNN, S-NSSAI, one or multiple Network Configuration parameters, one or multiple Expected UE Behaviour parameters (optionally with associated confidence and/or accuracy levels) or one or multiple Application-Specific Expected UE Behaviour parameters (optionally with associated confidence and/or accuracy levels) or ECS Address Configuration Information, or for 5G VN group creation, External Group ID and 5G VN group related information, MTC Provider Information, for Multicast MBS related information, or DNN and S-NSSAI specific Group Parameters.
Outputs, Required: Transaction Reference ID(s), Operation execution result indication.
Outputs, Optional: Transaction specific parameters, if available; Internal Group ID if the inputs include a new 5G VN configuration.
For Multicast MBS related information, refer to TS 23.247 [78].

********** Next Changes **********
	
[bookmark: _Toc145940179]5.2.6.4.2	Nnef_ParameterProvision_Update service operation
Service operation name: Nnef_ParameterProvision_Update
Description: The consumer updates the UE related information (e.g. Expected UE Behaviour, Network Configuration parameters, Location Privacy Indication parameters, ECS Address Configuration Information) or 5G VN Group related information (e.g. 5G VN group data, 5G VN membership management), or for Multicast MBS related information or DNN and S-NSSAI specific Group Parameters, DNN, S-NSSAI.
Inputs, Required: AF Identifier, Transaction Reference ID.
Inputs, Optional: GPSI or UE addressing information, External Group ID, at least one of the Expected UE Behaviour parameters (optionally with associated confidence and/or accuracy levels) or at least one of the Application-Specific Expected UE Behaviour parameters (optionally with associated confidence and/or accuracy levels) or at least one of the Network Configuration parameters or 5G VN related information or ECS Address Configuration Information, Validity Time or Location Privacy Indication parameters, MTC Provider Information, or Multicast MBS related information, DNN and S-NSSAI specific Group Parameters, DNN, S-NSSAI.
Outputs, Required: Operation execution result indication.
Outputs, Optional: Transaction specific parameters, if available. External Identifier (representing an AF specific UE Identifier).
[bookmark: _Toc20204529][bookmark: _Toc27895228][bookmark: _Toc36192325][bookmark: _Toc45193438][bookmark: _Toc47593070][bookmark: _Toc51835157]For Multicast MBS related information, refer to TS 23.247 [78].

********** Next Changes **********
	
[bookmark: _CR5_2_6_4_3][bookmark: _Toc145940180]5.2.6.4.3	Nnef_ParameterProvision_Create service operation
Service operation name: Nnef_ParameterProvision_Create
Description: The consumer creates a 5G VN group, or Multicast MBS related information group.
Inputs, Required: AF Identifier, Transaction Reference ID.
Inputs, Optional: GPSI or UE addressing information, one or multiple Expected UE Behaviour parameters (optionally with associated confidence and/or accuracy levels) or one or multiple Application-Specific Expected UE Behaviour parameters (optionally with associated confidence and/or accuracy levels), External Group ID for 5G VN group creation or for multicast MBS group creation, External Group ID, 5G VN group related information (e.g. 5G VN group data, 5G VN membership management), MTC Provider Information, Multicast MBS related information, DNN and S-NSSAI specific Group Parameters, DNN, S-NSSAI.
Outputs, Required: Operation execution result indication.
Outputs, Optional: Transaction specific parameters, if available. External Identifier (representing an AF specific UE Identifier).
For Multicast MBS related information, refer to TS 23.247 [78].

********** End of Changes **********


