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1. Overall description
SA2 thanks RAN3 for the LS on QMC support in RRC_IDLE and RRC_INACTIVE in S2-231xxxx (R3-234745). 
RAN3 is asking SA2 following question:
Question: RAN3 respectfully asks SA2 to inform RAN3 whether there are any technical issues with storing the above listed QoE measurement configuration information at the AMF. The QoE measurement configuration information stored at the AMF would be transparent to the AMF.
SA2 Answer: SA2 has discussed the question raised by RAN3 and would like to provide the following feedback:
1) SA2 agreed it is possible to transparently store the QoE measurement configuration information from RAN in AMF. SA2 notes that the signalling based QoE measurement configuration information which received from the UDM is already stored in AMF in Rel-17. 
2) One generic issue has been identified that if UE moves to another AMF which don’t support this feature, QMC configuration information can be lost. 

2. [bookmark: _GoBack]Actions:

To RAN3:
ACTION: 	
SA2 asks RAN3 to take above into consideration and inform SA2 about the progress on that work by RAN3.

3. Dates of next TSG SA WG 2 meetings
SA2#160 Ad-Hoc           2024-01-22 - 2024-02-01	Electronic Meeting
SA2#161                        2024-02-26 - 2024-03-01	Athens, Greece

