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* * * Start of Change 1 * * *
[bookmark: _Toc138763805]5.2.6.37.1	General
Service description: The ECS Address service in the V-NEF provides functions for ECS Address Configuration Information provision for a group of UE or any UE from AF and for subscribing and retrieving ECS Address Configuration Information and providing ECS Address Configuration Information to the V-SMF to support. For related procedures see clauses 6.5.2.6.2 and 6.5.2.6.3 of TS 23.548 [74].
This procedure is defined only for the support of HR-SBO, i.e. where the ECS Address is not associated with the subscription of an user of the PLMN operating the V-NEF and V-SMF.
If External Group Identifier are not provided, then the ECS Address Configuration Information shall be correspond to any UEs of the PLMN of the NEF using the service identified by the ECS Address service.
NOTE:	There is thus no conflict with the usage of External Parameter Provisioning procedure to configure ECS Address Configuration Information for users of the PLMN operating the NEF and SMF.

* * * Start of Change 2 * * *

[bookmark: _Toc138763806]5.2.6.37.2	Nnef_ECSAddress_Create service operation
Service operation name: Nnef_ECSAddress_Create
Description: The NF consumer requests to create ECS Address Configuration Information.
Inputs, Required: ECS Address Configuration Information.
Inputs, Optional: AF-service-identifier, PLMN IDs, External Group Identifier.
Outputs, Required: Result Indication.
Outputs, Optional: None.

* * * Start of Change 3 * * *

[bookmark: _Toc138763807]5.2.6.37.3	Nnef_ECSAddress_Update service operation
Service operation name: Nnef_ECSAddress_Update
Description: The NF consumer requests to update ECS Address Configuration Information.
Inputs, Required: ECS Address Configuration Information.
Inputs, Optional: AF-service-identifier, External Group Identifier, PLMN IDs.
Outputs, Required: Result Indication.
Outputs, Optional: None.


* * * End of Change * * *

