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* * * * First change * * * *
[bookmark: _Toc145941274][bookmark: _Toc138257556][bookmark: _Toc136480686][bookmark: _Toc136480573][bookmark: _Toc134242678][bookmark: _Toc133441710] 5.2.2	Located UE Discovery & Selection
When Sidelink Positioning is applied for Target UE in a 5GC-MO-LR or 5GC-MT-LR procedure, Located UE(s) is discovered and selected:
-	When LMF determines to apply Sidelink Positioning for Target UE, LMF triggers the Target UE to perform discovery of the Located UE.
-	When the Target UE determines to apply Sidelink Positioning, the Target UE triggers the discovery of the Located UE.
The LMF may be pre-configured with the list of candidate Located UEs including e.g. the capability, stationary information and location information of the Located UE(s), e.g. RSU or the operator deployed Located UE. The LMF may provide to the Target UE a list of candidate Located UE(s) as assistance data.
The discovery of Located UEs follows the same principles as specified in clause 5.2.1. The UE can indicate its role "Located UE" in its list of supported roles during discovery, if it is authorized to be a Located UE in a given PLMN as per the Authorization and Provisioning for Ranging/SL positioning service as specified in clause 5.1.
Editor's note:	Privacy aspects of sharing the location of a Located UE (e.g. to any Target UE) and exposing information about such privacy aspects during discovery (e.g. to facilitate Located UE selection by a Target UE) needs to be aligned with SA WG3.
A Target UE may discover and select one or more Located UEs to be used in the Ranging/SL positioning procedures as specified in clauses 5.3 to 5.5. 
Multiple candidate Located UEs may be discovered, in that case, the Located UE(s) is selected from the candidate Located UE list. The Located UE(s) is selected based on:
-	Candidate list of Located UE(s), if available
-	Capabilities of the candidate Located UE(s), e.g. the supported Sidelink Positioning methods
-	The required positioning QoS
-	Whether the serving PLMN of candidate Located UE(s) is same with serving PLMN of Target UE
-	UE’s information including whether UE is in coverage or not, UE’s location, etc.
When LMF determines SL positioning for target UE and trigger the discovery of the Located UE, LMF can decide that LMF or target UE selects Located UEs. If the decision is LMF selecting Located UEs, Target UE sends the multiple discovered candidate Located UEs to the LMF for the selection. After the LMF determines the selected Located UE(s), the LMF sends the selected Located UE(s) to the Target UE.
In this release of the specification, for UE Positioning assisted by Sidelink Positioning and involving 5GC, the Target UE shall discover and select Located UEs that are in the same serving PLMN of the Target UE as described in clause 5.5.1.
LMF needs to provide located UE for discovery when AF request ranging between two UEs. Additionally, LMF may be provisioned with Located UEs that may be sent to target UE as candidate list of located UEs.
NOTE:	The role of being "Located UE" is dynamic and can change over time, in particular if the Located UE is moving. Hence, the discovery results need to be refreshed if there is a (significant) delay between discovery and initiating of a ranging procedure with a discovered Located UE. How often this is done is up to UE implementation.
* * * * Second change * * * *
[bookmark: _Toc145941275][bookmark: _Toc133441658][bookmark: _Toc134242622][bookmark: _Toc136480516][bookmark: _Toc136480629][bookmark: _Toc138257499]5.2.3	SL Positioning Server UE Discovery & Selection
SL Positioning Server UE Discovery & Selection is performed by the Target UE, when it meets one or more of the following criteria:
-	The Target UE and the discovered SL Reference UEs are currently not served by a network supporting Ranging/SL Positioning (e.g. because they are out-of-coverage or the serving network does not support Ranging/SL Positioning). The Ranging/SL Positioning Support is configured in the AMF according to network capabilities. If AMF receives Ranging/SL Positioning Capability from UE, AMF may include Ranging/SL Positioning Support indicator in the Registration Accept message to indicate that the serving network supports Ranging/SL Positioning. SL Reference UE and Target UE may indicate whether its serving network supports Ranging/SL Positioning or not to each other. The indication of serving network not supporting Ranging/SL Positioning can be reused to notify each other when UE has no NAS connection available.
Editor's note:	Need to determine if such indication is provided during discovery or capability exchange, and whether or not it requires RAN WG2 involvement.
-	The Target UE is not capable of performing SL Positioning Server UE functionalities or related positioning methods.
-	The SL Reference UEs are not capable of performing SL Positioning Server UE functionalities or related positioning methods.
-	UE’s information including whether UE is in coverage or not, UE’s location, etc.
The discovery of SL Positioning Server UE follows the same principles as specified in clause 5.2.1. The UE can indicate its role “SL Positioning Server UE” in its list of supported roles during discovery, if it is authorized to be a SL Positioning Server UE in a given PLMN as per the Authorization and Provisioning for Ranging/SL positioning service as specified in clause 5.1.
The Target UE shall discover and select a SL Positioning Server UEs that are in the same or different serving PLMN of the Target UE and the SL Reference UE(s).
Editor's note:	Other criteria for the selection of SL Positioning Server UE is FFS, and can be coordinated with RAN WGs.
[bookmark: _Toc145931783][bookmark: _Toc517082226]* * * * Third change * * * *
[bookmark: _Toc133441703][bookmark: _Toc134242670][bookmark: _Toc136480565][bookmark: _Toc136480678][bookmark: _Toc145941324]6.4.2	Ranging/SL Positioning UE discovery with 5G ProSe capable UE
[bookmark: _CR6_4_2_1][bookmark: _Toc133441704][bookmark: _Toc134242671][bookmark: _Toc136480566][bookmark: _Toc136480679][bookmark: _Toc145941325]6.4.2.1	Ranging/SL Positioning UE direct discovery
As defined for the Model A and Model B discovery in TS 23.304 [7]:
-	Model A uses a single discovery protocol message (Announcement).
-	Model B uses two discovery protocol messages (Solicitation and Response).
Figure 6.4.2.1-1 illustrates the procedure for Ranging/SL Positioning UE discovery with 5G ProSe capable UE using Model A discovery.


[bookmark: _CRFigure6_4_2_11]Figure 6.4.2.1-1: Ranging/SL Positioning UE discovery in Model A
1.	The Announcing UE (UE-1) sends a Ranging/SL Positioning Announcement message. The Ranging/SL Positioning Announcement message includes the Type of Discovery Message, security protection element, RSPP metadata information, and the User Info ID of Announcing UE.
	Announcing UE can be SL Reference UE, Located UE and SL Positioning Server UE.
	The Destination Layer-2 ID used to send the Ranging/SL Positioning Announcement message is configured in clause 5.2.
	The Source Layer-2 ID to send the Ranging/SL Positioning Announcement message is self-assigned by the Announcing UE.
	Announcing UE sends the Announcement message only if it is authorized to be the corresponding UE role in RSPP metadata information.
	For the Announcing UE acting as Located UE, Ranging/SL Positioning Announcement message also includes the serving PLMN of Announcing UE.
	For the Announcing UE acting as Located UE, Ranging/SL Positioning Announcement message also includes whether Located UE is in coverage or not.
	The User Info ID of Announcing UE is the Announcing UE's Application Layer ID.
	A Monitoring UE determines the Destination Layer-2 ID for signalling reception based on the configuration in clause 5.2.
	A Monitoring UE selects the Announcing UE based on the information received in step 1.
Editor's note:	The RSPP metadata information (e.g. the role(s) of the Announcing UE) is included as the metadata in the Announcement message, which value is determined by RAN WG2.
Editor's note:	How the RSPP metadata information is used to convey that a UE is a “Located UE” needs to be aligned with RAN WG2.
Figure 6.4.2.1-2 illustrates the procedure for Ranging/SL Positioning UE discovery with 5G ProSe capable in Model B discovery.


[bookmark: _CRFigure6_4_2_12]Figure 6.4.2.1-2: Ranging/SL Positioning UE discovery in Model B
1.	The Discoverer UE (UE-1) sends a Ranging/SL Positioning Solicitation message. The Ranging/SL Positioning Solicitation message includes the Type of Discovery Message, security protection element, optionally User Info ID of Discoveree UE, Target Info, User Info ID of Discoverer UE and optionally RSPP metadata information.
	The Destination Layer-2 ID used to send the Ranging/SL Positioning Solicitation message is configured in clause 5.2.
	The Source Layer-2 ID to send the Ranging/SL Positioning Solicitation message is self-assigned by the Discoverer UE.
	Discoveree UE sends the Response message only if it is authorized to be the corresponding UE role in the solicitation message.
	For the discovered Role being Located UE, Ranging/SL Positioning Response message also includes the serving PLMN of Discoveree UE.
	The User Info ID of Discoverer UE is the discoverer UE's Application Layer ID.
	User Info ID of Discoveree UE is to identify a specific UE that the discoverer UE would like to discover, which is identified by Discoveree UE's Application Layer ID.
	A Discoveree UE determines the Destination Layer-2 ID for signalling reception based on the configuration in clause 5.2.
Editor's note:	The RSPP metadata information (e.g. the specific Role(s) to be discovered) is included as the metadata in the Solicitation message, which value is determined by RAN WG2.
2	The Discoveree UE that matches the Ranging/SL Positioning solicitation message (e.g. RSPP metadata information) responds to the Discoverer UE with the Ranging/SL Positioning Response message. The Ranging/SL Positioning Response message includes Type of Discovery Message, security protection element, RSPP metadata information, user Info ID of the Discoveree UE.
	The Source Layer-2 ID used to send the Ranging/SL Positioning Response message is specified in clause 5.2.
	The Destination Layer-2 ID is set to the Source Layer-2 ID of the received Ranging/SL Positioning Solicitation message.
	The User Info ID of Discoveree UE is the Discoveree UE's Application Layer ID.
	For the discovered Role being Located UE, Ranging/SL Positioning Response message also includes whether Located UE is in coverage or not.
Editor's note:	The RSPP metadata information (e.g. the role(s) of the Discoveree UE) is included as the metadata in the Announcement message, which value is determined by RAN WG2.
[bookmark: _CR6_4_2_2][bookmark: _Toc133441705][bookmark: _Toc134242672][bookmark: _Toc136480567][bookmark: _Toc136480680][bookmark: _Toc145941326]6.4.2.2	Ranging/SL Positioning group member discovery with 5G ProSe capable UE
Figure 6.4.2-1 illustrates the procedure for Ranging/SL Positioning group member discovery with 5G ProSe capable in Model A discovery.


[bookmark: _CRFigure6_4_2_21]Figure 6.4.2.2-1: Ranging/SL Positioning group member discovery in Model A
1.	The Announcing UE sends a Ranging/SL Positioning Group member discovery Announcement message. The Announcement message includes the Type of Discovery Message, User info ID of the Announcer UE, Group ID and RSPP metadata information.
	The Destination Layer-2 ID used to send and receive the Ranging/SL Positioning Group member discovery Announcement message is described in clause 5.8.1.2 of TS 23.304 [7].
	The Source Layer-2 ID used to send and the Ranging/SL Positioning Group member discovery Announcement message is self-assigned by the Announcing UE.
	Announcing UE sends the Announcement message only if it is authorized to be the corresponding UE role in RSPP metadata information.
	For the Announcing UE acting as Located UE, Ranging/SL Positioning Group member discovery Announcement message also includes the serving PLMN of Announcing UE.
	The User Info ID of Announcing UE is the Announcing UE's Application Layer ID.
Editor's note:	The RSPP metadata information (e.g. the role(s) of the Announcing UE) is included as the metadata in the Announcement message, which value is determined by RAN WG2.
Figure 6.4.2.2-2 illustrates the procedure for Ranging/SL Positioning Group member discovery with 5G ProSe capable in Model B discovery.


[bookmark: _CRFigure6_4_2_22]Figure 6.4.2.2-2: Ranging/SL Positioning Group member discovery in Model B
1.	The Discoverer UE (UE-1) sends a Ranging/SL Positioning Group member discovery Solicitation message. The Solicitation message includes the Type of Discovery Message, User Info ID of Discoverer, Group ID, optionally User Info ID of Discoveree UE and optionally RSPP metadata information.
	The Destination Layer-2 ID used to send and receive the Solicitation message is described in clause 5.8.1.2 of TS 23.304 [7].
	The Source Layer-2 ID to send the Ranging/SL Positioning Solicitation message is self-assigned by the Discoverer UE.
	The User Info ID of Discoverer UE is the Discoverer UE's Application Layer ID.
	User Info ID of Discoveree UE is to identify a specific UE that the discoverer UE would like to discover, which is identified by Discoveree UE's Application Layer ID.
Editor's note:	The RSPP metadata information (e.g. the specific Role(s) to be discovered) is included as the metadata in the Solicitation message, which value is determined by RAN WG2.
2	The Discoveree UE that matches the values of the parameters (including Group ID and User Info ID of Discoveree UE) contained in the Ranging/SL Positioning Group member discovery solicitation message, responds to the Discoverer UE with the Ranging/SL Positioning Group member discovery Response message. The Ranging/SL Positioning Response message includes Type of Discovery Message, the User Info ID of Discoveree, the RSPP metadata information and the Group ID.
	The Source Layer-2 ID used to send the Ranging/SL Positioning Group member discovery Response message is self-assigned.
	The Destination Layer-2 ID is set to the Source Layer-2 ID of the received Ranging/SL Positioning Group member discovery Solicitation message.
	Discoveree UE sends the Response message only if it is authorized to be the corresponding UE role in the solicitation message.
	For the discovered Role being Located UE, Ranging/SL Positioning Group member discovery Response message also includes the serving PLMN of Discoveree UE.
	For the discovered Role being Located UE, Ranging/SL Positioning Group member discovery Response message also includes whether Located UE is in coverage or not.
	The User Info ID of Discoveree UE is the Discoveree UE's Application Layer ID.
Editor's note:	The RSPP metadata information (e.g. the role(s) of the Discoveree UE) is included as the metadata in the Announcement message, which value is determined by RAN WG2.
* * * * End of changes * * * *
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