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	Reason for change:
	In LS from RAN3 (R3-232507/ S2-2305734), RAN3 agreed to introduce a single authorization information IE for Ranging/SL positioning service, that is common for all the UE types. So aligned with RAN3 agreement, the "Ranging/Sidelink Positioning authorised" information from AMF to NG-RAN indicates whether the UE is authorized to perform Ranging/Sidelink Positioning over PC5, and subscription information includes that UE performs Ranging/Sidelink Positioning service over PC5.

The AMF stores the authorized Ranging/SL Positioning Capability, only if the UE is authorised to use Ranging/SL positioning services, as specified in forth bullet of clause 6.3.2. So it proposes to remove the incorrect part in first bullet of clause 6.3.2. One paragraph in clause 5.1.2 is not related to the Authorisation and policy/parameter provisioning to NG-RAN, and also is redundant since it has been described in clause 6.3.2.
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* * * * First change * * * *
[bookmark: _Toc133441654][bookmark: _Toc134242618][bookmark: _Toc136480512][bookmark: _Toc136480625][bookmark: _Toc145941271][bookmark: _Toc138257556][bookmark: _Toc136480686][bookmark: _Toc136480573][bookmark: _Toc134242678][bookmark: _Toc133441710][bookmark: _Toc145941258]5.1.2	Authorisation and policy/parameter provisioning to NG-RAN
The "Ranging/Sidelink Positioning authorised" information and the RSPP transport QoS parameters shall be provided to the NG-RAN node for scheduled resource allocation mode resource management.
The "Ranging/Sidelink Positioning authorised" information indicates whether the UE is authorized to perform Ranging/Sidelink Positioning over PC5.includes one or more of the following:
-	whether the UE is authorized to act as a SL Reference UE;
-	whether the UE is authorized to act as a Target UE;
-	whether the UE is authorized to act as a Located UE;
-	whether the UE is authorized to act as a SL Positioning Server UE.
The RSPP transport QoS parameters include parameters defined in clause 5.7.3, which are generated by the PCF and are provided to the AMF when receiving the Ranging/Sidelink Positioning Capability in Npcf_UEPolicyControl_Create Request from the AMF or when receiving the updated subscription data from UDR.
During registration, the UE includes the Ranging/Sidelink Positioning Capability as defined in clause 4.3.1 as part of the "5GMM capability" in the Registration Request message. AMF determines whether the UE is authorised to use Ranging based services and Sidelink positioning based on UE's Ranging/Sidelink Positioning Capability and the Ranging/Sidelink Positioning Service Authorisation included in the subscription data received from UDM. The AMF stores the Ranging/Sidelink Positioning Capability in the UE context.
If the UE is authorised to use Ranging based services and Sidelink positioning, as specified in clause 6.3.2, the "Ranging/Sidelink Positioning authorised" information and the RSPP transport QoS parameters shall be provided from the AMF to the NG-RAN node in a NGAP message during Registration procedure, Service Request procedure and N2 Handover procedure, and from source NG-RAN node to target NG-RAN node over Xn during Xn Handover procedure as defined in clause 6.3.
* * * * Second change * * * *
[bookmark: _Toc66692740][bookmark: _Toc66701922][bookmark: _Toc69883601][bookmark: _Toc73625628][bookmark: _Toc122420066][bookmark: _Toc133441696][bookmark: _Toc134242662][bookmark: _Toc136480557][bookmark: _Toc136480670][bookmark: _Toc145941316]6.3.2	Registration procedure
The Registration procedure for UE is performed as defined in TS 23.502 [3] clause 4.2.2.2 with the following additions:
-	The UE includes the Ranging/SL Positioning Capability as defined in clause 4.3.1 as part of the "5GMM capability" in the Registration Request message. The AMF stores the Ranging/SL Positioning Capability for Ranging/SL Positioning operation.
-	If the Ranging/SL Positioning Capability is included in the "5GMM capability", the 5G ProSe Capability as defined in TS 23.304 [7] or the V2X Capability as defined in TS 23.287 [6] shall also be included.
-	The AMF obtains the Ranging/SL positioning subscription data as part of the user subscription data from UDM during UE Registration procedure using Nudm_SDM service as defined in clause 4.2.2.2.2 of TS 23.502 [3].
-	The AMF determines whether the UE is authorised to use Ranging/SL positioning services based on UE's Ranging/SL Positioning Capability and the Ranging/SL positioning Service Authorisation included in the subscription data received from UDM. The AMF stores the authorized Ranging/SL Positioning Capability.
-	The AMF sends the authorized Ranging/SL Positioning Capability for Ranging/SL positioning operation to PCF. Based on the received Ranging/SL Positioning Capability from the AMF, the PCF provides the PC5 QoS parameters related to RSPP transport to AMF. The AMF stores such information as part of the UE context.
-	If the UE is authorised to use Ranging/SL positioning services, then the AMF shall include in a NGAP message sent to NG-RAN:
-	"Ranging/SL Positioning authorised" information, including one or more of the following:
-	whether the UE is authorized to use Ranging/SL Positioning over PC5;
-	whether the UE is authorized to act as a Located UE;
-	whether the UE is authorized to act as a SL Positioning Server UE.
-	the PC5 QoS parameters related to RSPP transport used by the NG-RAN for the resource management of UE's PC5 transmission for Ranging/SL Positioning services in network scheduled mode.
-	If the UE is authorised to use Ranging/SL positioning services, then the AMF should not initiate the release of the signalling connection after the completion of the Registration procedure. The release of the signalling connection relies on the decision of NG-RAN, as specified in TS 23.502 [3].
* * * * End of changes * * * *

