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	Reason for change:
	Clause 5.37.5.3, implies the PSA UPF is required to obtain a complete PDU before the marking of the GTP-U header can take place.

	
	

	Summary of change:
	Following a handover, the UPF will start marking from the first PDU of a PDU set.

	
	

	Consequences if not approved:
	Waiting for a complete PDU Set before marking can start introduces delays.
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By sending at least one PDU Set QoS parameter to the NG-RAN, the SMF requests the NG-RAN to activate PDU Set QoS handling for a given QoS flow and the NG-RAN provides the SMF with an indication of whether the PDU Set based handling is supported. Based on this, SMF may activate the PDU Set identification and marking in the PSA UPF.
At NG-RAN Xn handover and N2 handover, the target NG-RAN provides to the SMF with an indication of whether the target NG-RAN node supports PDU Set based handling, as specified in TS 38.413 [34]. Based on the NG-RAN indication, the SMF may, upon completion of the handover procedure, initiate the PDU Session modification procedure to provide PDU Set QoS parameters to NG-RAN and configure the PSA UPF to activate/deactivate the PDU Set identification and marking.
In the case where the PSA UPF identifies and marks PDUs with PDU Set information in GTP-U header it shall start doing so from a complete PDU Setthe PDU that is the first in a PDU Set. 
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