SA WG2 Meeting #S2-160
S2-2312631
13 - 17 November, 2023, Chicago, USA

Title:
[Draft] Reply LS on Provisioning separate DL and UL PDU Set QoS Parameters to NG-RAN
Response to:
Provisioning separate DL and UL PDU Set QoS Parameters to NG-RAN (S2-2311953/C1-237936)
Release:
Rel-18

Work Item:
XRM,  NR_XR_enh-Core
Source:
SA2
To:
RAN3
Cc:
RAN2
Contact Person:

Name:
Xiaowan Ke
Tel. Number:


E-mail Address:
xiaowan(dot)ke(at)vivo(dot)com
Send any reply LS to:
3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org 


Attachments:
XXXX

1. Overall Description:

SA2 thanks RAN3’s LS on Provisioning separate DL and UL PDU Set QoS Parameters to NG-RAN (S2-2311953/C1-237936) and SA2 would like to feedback the RAN3 question as follows. 
RAN3 Question: 
Whether separating all DL and UL PDU Set QoS parameters or some of them from 5GC is necessary.
SA2 Answer: 
Generally, the PDU Set QoS parameter, if presented, are used for both directions. But the CN may indicate exception that the PDU Set QoS is not applicable in UL if the UE doesn’t support the PDU Set Handling.
2. Actions:

To RAN3:

ACTION: 

SA2 kindly asks RAN3 to take the above information into account.

3. Date of Next SA2 Meetings:
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