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1	Overall description
In TS 23.501 from Rel-15, clause 4.2.5, the following wording is stated: 
As depicted in Figure 4.2.5-1, the 5G System architecture allows any NF to store and retrieve its unstructured data into/from a UDSF (e.g. UE contexts). The UDSF belongs to the same PLMN where the network function is located. CP NFs may share a UDSF for storing their respective unstructured data or may each have their own UDSF (e.g. a UDSF may be located close to the respective NF).
The wording “its unstructured data” and “their respective unstructured data” shall be understood as only the NF instance that created the data is allowed to later read/update/delete the data. In the first case where NF consumer:UDSF is 1:1 then existing authorization mechanism can be use, however in the latter case, where NF consumer:UDSF is n:1 the existing authorization mechanisms cannot be used, since authorization needs to be on per unstructured data identifier. 
In Rel-16, the NF Set concept was introduced. NF Set extends the access rights to the data to the NF instances that is part of the same NF set as the NF instance that created the data (if the NF instance was part of a NF Set). See attached CR. This also means authorization on a per unstructured data identifier.
For both these releases and Rel-17/18, it is unclear how UDSF can authorize the NF consumer for the read/update/delete operations since nothing seems to be specified in TS 33.501.
SA2 would like to know if this requirement is currently part of any other SA3 specification than TS 33.501, or if not, will SA3 update the TS 33.501 considering the above requirements?
2	Actions
To: SA3
ACTION:	SA2 kindly request SA3 to provide feedback on the above.
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