

SA WG2 Temporary Document
Page 1

3GPP TSG-WG SA2 Meeting #161	S2-2401933
[bookmark: _GoBack]Athens, Greece, February 26 - March 1, 2024
	
Source: 	China Mobile
Title: 	New Solution: L-PSA and EAS (re)selection based on N6 delay measurement
Document for: 	Approval
Agenda Item: 	19.8
Work Item / Release:	FS_EDGE_Ph3 / Rel-19
Abstract of the contribution: Propose a solution on KI#2: Enhancement of EAS and local UPF (re)selection.
1	Discussion
[bookmark: _Hlk85614707]This paper is to propose a new solution on KI#2.
In this solution, SMF performs L-PSA UPF and EAS reselection based on the measured N6 delay. The N6 delay is measured by L-PSA sending N6 delay measurement packet to EAS, which is indicated by SMF.
2	Proposal
[bookmark: _Hlk513714389]It is proposed to include the below changes into TR 23.700-49 v0.1.0.
[bookmark: _Toc23254036][bookmark: _Toc22214903]
[bookmark: _Toc93070686][bookmark: _Toc92875662][bookmark: _Toc500949099]FIRST CHANGE 
[bookmark: _Toc43906649][bookmark: _Toc23402418][bookmark: _Toc23402388][bookmark: _Toc54968110][bookmark: _Toc43906765][bookmark: _Toc44311891][bookmark: _Toc57236432][bookmark: _Toc22192650][bookmark: _Toc30694627][bookmark: _Toc26386423][bookmark: _Toc50536533][bookmark: _Toc26431229][bookmark: _Toc148441675][bookmark: _Toc57530236][bookmark: _Toc54930305][bookmark: _Toc57532437][bookmark: _Toc57236595][bookmark: _Toc16839382]6.0	Mapping of Solutions to Key Issues
Table 6.0-1: Mapping of Solutions to Key Issues
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NEXT CHANGE (all the text is new)
6.x	Solution #X: L-PSA and EAS (re)selection based on N6 delay measurement
[bookmark: _Toc93070685][bookmark: _Toc151529370][bookmark: _Toc500949098][bookmark: _Toc151529480][bookmark: _Toc92875661][bookmark: _Toc148441677]6.x.1	Key Issue mapping
This solution is related to the KI#2.

[bookmark: _Hlk156833420][bookmark: _Toc151529371][bookmark: _Toc151529481][bookmark: _Toc148441678]6.x.2	Functional Description
[bookmark: _Toc93070687][bookmark: _Toc500949101][bookmark: _Toc92875663]This solution is applied in 5GS architecture for non-roaming scenario supporting Edge Computing as Figure 4.2-1 or Figure 4.2-2 of TS 23.548 [5].
In this solution, SMF performs L-PSA UPF and EAS (re)selection based on the measured N6 delay. The measurement of N6 delay is as follows:
- In case for uplink (UL) N6 delay measurement, SMF requests L-PSA to send a N6 delay measurement packet to EAS, encapsulating local time T1 of sending the packet. The EAS records the local time T2 when receiving the N6 delay measurement packets and calculates the UL N6 delay and responds to the L-PSA. The L-PSA reports the UL N6 delay to the SMF.
- In case for downlink (DL) N6 delay measurement, SMF requests L-PSA to measure DL N6 delay, and the L-PSA sends a request to EAS. The EAS sends a N6 delay measurement packet to L-PSA, encapsulating local time T3 of sending the packet. The L-PSA records the local time T4 when receiving the N6 delay measurement packets and calculates the DL N6 delay. The L-PSA reports the DL N6 delay to the SMF.
- In case round-trip (RT) N6 delay measurement (without the EAS application part), SMF requests L-PSA to send a N6 delay measurement packet to EAS, encapsulating local time T1 of sending the packet. The EAS records the local time T2 when receiving the N6 delay measurement packets. Then the EAS responds the L-PSA with response packet, encapsulating local time T3, and L-PSA records the local time T4 of receiving the N6 delay measurement packet. The L-PSA calculates the RT N6 delay based on the (T2-T1+T4-T3), and reports the RT N6 delay to the SMF.

[bookmark: _Toc148441679][bookmark: _Toc151529372][bookmark: _Toc151529482]6.x.3	Procedures
[bookmark: _Toc326248711][bookmark: _Toc92875664][bookmark: _Toc510604409][bookmark: _Toc93070688]
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1. EAS discovery procedure, clause 6.2.3.2.2 or 6.2.2.2 of TS 23.548
2. N6 delay measurement request
4a. N4 Session Modification
NEF
AF
5a. N6 delay measurement packet
7a. N4 Session Report
10. EAS Re-discovery Procedure at Edge Relocation, clause 6.2.3.3 or 6.2.2.3 of TS 23.548
EAS
6a. N6 delay measurement response packet
4b. N4 Session Modification
5b. N6 delay measurement request
7b. N4 Session Report
6b. N6 delay measurement packet
4c. N4 Session Modification
5c. N6 delay measurement packet
7c. N4 Session Report
6c. N6 delay measurement response packet
8. Npcf_SMPolicyControl_Update Request
9. Npcf_SMPolicyControl_Update Response
3. Steps 3-5 of Figure 4.16.5.2-1 of TS 23.502




Figure 6.x.3-1: Procedure of L-PSA and EAS reselection based on N6 delay measurement
1.	The EAS discovery procedure is performed as described in clause 6.2.3.2.2 or 6.2.2.2 of TS 23.548 [5].
2.	PCF sends N6 delay measurement requirement to AF via NEF, including N6 delay measurement ID, L-PSA address, indication to support UL N6 delay measurement or DL N6 delay measurement or RT N6 delay measurement, optionally including reporting frequency.
3.	PCF reuses steps 3-5 of the SM Policy Association Modification procedure as described in clause 4.16.5.2.1 of TS 23.502 [3] to update PCC rules, including N6 delay measurement policy. The N6 delay measurement policy may include indication for UL N6 delay measurement or DL N6 delay measurement or round-trip (RT) N6 delay measurement.
NOTE: The AF may indicate EAS to support UL N6 delay measurement, DL N6 delay measurement or round-trip N6 delay measurement. The details are out of SA2 scope.
If UL N6 delay measurement is required by PCF, the following steps 4a, 5a, 6a and 7a are performed:
4a. The SMF sends a N6 delay measurement request to the L-PSA via N4 to request the UL N6 delay measurement between L-PSA and EAS. The N6 delay measurement request may contain EAS IP address and measurement parameters determined by SMF based on the authorized N6 delay measurement policy received from the PCF and/or local configuration. The measurement parameter includes UL N6 delay indication and reporting frequency.
5a. The L-PSA creates and sends the N6 delay measurement packet to the EAS in a measurement frequency. The L-PSA encapsulates in the N6 delay measurement packet with UL N6 delay measurement packet indicator (which indicates the packet is used for UL N6 delay measurement) and the local time T1 when the L-PSA sends out the N6 delay measurement packet.
6a. The EAS records the local time T1 received in the N6 delay measurement packet and the local time T2 at the reception of the N6 delay measurement packet. The EAS calculates the UL N6 delay and sends N6 delay measurement response packet. The EAS encapsulates the UL N6 delay measurement packet indicator and the UL N6 delay in the N6 delay measurement response packet.
7a. The L-PSA sends report to SMF, including the UL N6 delay and the EAS IP address.
If DL N6 delay measurement is required by PCF, the following steps 4b, 5b, 6b and 7b are performed:
4b. The SMF sends a N6 delay measurement request to the L-PSA via N4 to request the DL N6 delay measurement between L-PSA and EAS. The N6 delay measurement request may contain EAS IP address and measurement parameters determined by SMF based on the authorized N6 delay measurement policy received from the PCF and/or local configuration. The measurement parameter includes DL N6 delay indication and reporting frequency.
5b. The L-PSA creates and sends DL N6 delay measurement request to the EAS. The L-PSA encapsulates in the N6 delay measurement packet with DL N6 delay measurement packet request indicator (which indicates the packet is used for DL N6 delay measurement request).
6b. The EAS creates and sends the N6 delay measurement packet to the L-PSA in a measurement frequency. The EAS encapsulates in the N6 delay measurement packet with DL N6 delay measurement packet indicator and the local time T3 when the EAS sends out the N6 delay measurement packet.
7b. The L-PSA records the local time T4 received in the N6 delay measurement packet. The L-PSA calculates the DL N6 delay.The L-PSA sends report to SMF, including the DL N6 delay and the EAS IP address.
If RT N6 delay measurement is required by PCF, the following steps 4c, 5c, 6c and 7c are performed:
4c. The SMF sends a N6 delay measurement request to the L-PSA via N4 to request the RT N6 delay measurement between L-PSA and EAS. The N6 delay measurement request may contain EAS IP address and measurement parameters determined by SMF based on the authorized N6 delay measurement policy received from the PCF and/or local configuration. The measurement parameter includes RT N6 delay indication and reporting frequency.
5c. The L-PSA creates and sends the N6 delay measurement packet to the EAS in a measurement frequency. The L-PSA encapsulates in the N6 delay measurement packet with RT N6 delay measurement packet indicator (which indicates the packet is used for RT N6 delay measurement) and the local time T1 when the L-PSA sends out the N6 delay measurement packet.
6c. When receiving an N6 delay measurement packet from L-PSA with RT N6 delay measurement packet indicator, the EAS creates and sends the N6 delay measurement response packet to the L-PSA:
- The EAS encapsulates in the N6 delay measurement response packet with RT N6 delay measurement packet indicator, the time T1 received in the N6 delay measurement packet, the local time T2 at the reception of the N6 delay measurement packet and the local time T3 when the EAS sends out this response packet.
7c. The L-PSA records the local time T4 when receiving the N6 delay measurement response packet and calculates the RT N6 delay based on (T2-T1+T4-T3), and reports the RT N6 delay and the EAS IP address to the SMF.
8.	If the SMF determines the N6 delay (UL or DL or RT N6 delay) is exceeded the N6 delay threshold, which may be configured in SMF or provided by PCF, then the SMF sends the N6 delay, L-PSA address and EAS address to PCF by invoking Npcf_SMPolicyControl_Update Request.
9.	The PCF invokes Npcf_SMPolicyControl_Update Response to update the SM Policy to the SMF, including UL/DL/RT N6 delay per L-PSA per EAS, which may be measured based on other traffic flows.
10. The SMF may re-select the L-PSA and EAS, and triggers edge relocation as described in clause 6.2.3.3 or 6.2.2.3 of TS 23.548 [5].

[bookmark: _Toc151529373][bookmark: _Toc151529483][bookmark: _Toc148441680]6.x.4	Impacts on existing services, entities and interfaces
SMF: 
-	Sending N6 delay measurement request to L-PSA to request UL/DL/RT N6 delay measurement 
-	Sending request to PCF if determines N6 delay is exceeded N6 delay threshold 
-	Performing EAS re-discovery procedure at edge relocation based on N6 delay
L- PSA: 
-	Sending N6 delay measurement packet or N6 delay measurement request to EAS 
-	Calculating DL/RT N6 delay 
-	Reporting N6 delay to SMF
EAS: 
-	Sending N6 delay measurement packet or N6 delay measurement response packet to L-PSA 
-	Calculating UL N6 delay
PCF: 
-	Sending N6 delay measurement requirement to AF via NEF 
-	Sending N6 delay measurement policy to SMF
-	Sending N6 delay per L-PSA per EAS to SMF
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