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[bookmark: _Toc20149769][bookmark: _Toc27846561][bookmark: _Toc36187686][bookmark: _Toc45183590][bookmark: _Toc47342432][bookmark: _Toc51769132][bookmark: _Toc59095482][bookmark: _Toc19106276][bookmark: _Toc27823089][bookmark: _Toc36126560]>>>>BEGINNING OF CHANGES <<<<
[bookmark: _Toc66391719][bookmark: _Toc70079006][bookmark: _Toc153792031]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 22.146: "Multimedia Broadcast/Multicast Service (MBMS); Stage 1".
[3]	3GPP TS 22.246: "Multimedia Broadcast/Multicast Service (MBMS) user services; Stage 1".
[4]	3GPP TS 22.261: "Service requirements for the 5G system".
[5]	3GPP TS 23.501: "System architecture for the 5G System (5GS)".
[6]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[7]	3GPP TS 23.503: "Policy and charging control framework for the 5G System (5GS); Stage 2".
[8]	3GPP TS 23.246: "Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description".
[9]	3GPP TS 38.300: "NR; Overall description; Stage-2".
[10]	3GPP TS 23.468: "Group Communication System Enablers for LTE (GCSE_LTE)".
[11]	3GPP TS 26.348: "Northbound Application Programming Interface (API) for Multimedia Broadcast/Multicast Service (MBMS) at the xMB reference point".
[12]	3GPP TS 23.003: "Numbering, Addressing and Identification".
[13]	Void.
[14]	Void.
[15]	3GPP TS 38.413: "NG Application Protocol (NGAP)".
[16]	3GPP TS 38.401: "NG-RAN; Architecture description".
[17]	3GPP TS 29.244: "Interface between the Control Plane and the User Plane Nodes; Stage 3".
[18]	3GPP TS 26.502: "5G Multicast-Broadcast User Service Architecture".
[19]	3GPP TS 29.510: "Network Function Repository Services; Stage 3".
[20]	3GPP TS 33.501: "Security architecture and procedures for 5G system".
[21]	3GPP TS 23.289: "Mission Critical services over 5G System; Stage 2".
[22]	3GPP TS 26.517: "5G Multicast-Broadcast User Services; Protocols and Formats".
[23]	3GPP TS 29.281: "General Packet Radio System (GPRS) Tunnelling Protocol; User Plane (GTPv1-U)".
[24]	3GPP TS 38.423: "NG-RAN; Xn Application Protocol (XnAP)".
[25]	3GPP TS 24.501: "Non-Access-Stratum (NAS) protocol for 5G System (5GS); Stage 3".
[bookmark: _CR3][26]	3GPP TS 24.575: "5G System; Multicast/Broadcast UE pre-configuration; Management Object (MO)".
[27]	3GPP TS 23.379: "Functional architecture and information flows to support Mission Critical Push To Talk (MCPTT); Stage 2".
[x]	3GPP TS 28.405: "Quality of Experience (QoE) measurement collection; Control and configuration".
>>>>NEXT CHANGE <<<<
[bookmark: _Toc66391722][bookmark: _Toc70079009][bookmark: _Toc145927637]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1], TS 23.501 [5] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
AL FEC	Application Level FEC
CDN	Content Delivery Network
FEC	Forward Error Correction
FSA	Frequency Selection Area
LL SSM	Lower Layer SSM
MBMS	Multimedia Broadcast/Multicast Service
MBS	Multicast/Broadcast Service.
MBSF	Multicast/Broadcast Service Function.
MBSTF	Multicast/Broadcast Service Transport Function.
MB-SMF	Multicast/Broadcast Session Management Function.
MB-UPF	Multicast/Broadcast User Plane Function
MSK	MBS Service Key
MTK	MBS Traffic Key
PTM	Point To Multipoint
PTP	Point To Point
PTW	Paging Transmission Window
QMC	QoE Measurement Collection
QoE	Quality of Experience
SSM	Source Specific IP Multicast address.
TMGI	Temporary Mobile Group Identity

>>>>NEXT CHANGE <<<<
6.x	QoE Measurement Collection Support for MBS
Quality of Experience (QoE) measurement collection (QMC) is supported in 5GS as described in TS 23.501 [5] and TS 28.405 [x]. 
QMC supports collection of QoE measurement over MBS broadcast and multicast for the service types specified in TS 28.405 [x].
[bookmark: _Toc27846933][bookmark: _Toc36188064][bookmark: _Toc45183969][bookmark: _Toc47342811][bookmark: _Toc51769513][bookmark: _Toc59095865]
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