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	Reason for change:
	Current spec text misleads that “5GS to EPS Mobility” indication is delivered out of the UE Policy Container, which is incorrect and not aligned with clause 5.17.8 of TS 23.501.

[23.501, cl 5.17.8]
During 5GS to EPS mobility with N26, the PCF for the PDU Session determines whether the UE supports URSP delivery in EPS by checking UE context policy control subscription information in UDR. The PCF for the PDU Session discovers the address of PCF for the UE serving the UE by querying BSF. The PCF for the UE recovers the information about the PSI list in the UE and the subscribed PCRTs in 5GS from former UE Policy Association for the UE after receiving the UE Policy Association Establishment request including a UE Policy Container only including an indication about the trigger for the UE Policy Association Establishment ("5GS to EPS mobility").

	
	

	Summary of change:
	[bookmark: _GoBack]Clarify that the “5GS to EPS Mobility” indication is added within the UE Policy Container by PCF for the PDU Session, and sends to PCF for the UE during EPS to 5GS mobility with N26 procedure.
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[bookmark: _Toc20204501][bookmark: _Toc27895200][bookmark: _Toc36192297][bookmark: _Toc45193410][bookmark: _Toc47593042][bookmark: _Toc51835129][bookmark: _Toc153802425]5.2.5.6.2	Npcf_UEPolicyControl_Create service operation
Service operation name: Npcf_UEPolicyControl_Create
Description: NF Service Consumer can request the creation of a UE Policy Association by providing relevant parameters about the UE context to the PCF.
Inputs, Required: Notification endpoint, SUPI.
Inputs, Optional: H-PCF ID (if the NF service producer is V-PCF and AMF is NF service consumer), information provided by the AMF as define in clause 6.2.1.2 of TS 23.503 [20], such as Access Type, Permanent Equipment Identifier, GPSI, User Location Information, UE Time Zone, Serving Network (PLMN ID, or PLMN ID and NID, see clause 5.34 of TS 23.501 [2]), RAT type, LBO Information (see clause 6.1.2.2.4 of TS 23.503 [20]), UE policy information container including (the list of PSIs, OS id, UE capability of reporting URSP rule enforcement to network (see clause 6.6.2.4 of TS 23.503 [20]), "5GS to EPS Mobility" indication (see clause 5.17.8 of TS 23.501 [2])) and Internal Group (see TS 23.501 [2]), Satellite Backhaul Category (see clause 5.43 of TS 23.501 [2]), "5GS to EPS Mobility" indication, request to update the UE policies, request to be notified when updated UE policies have been provided to the UE.
Outputs, Required: Success or Failure, UE Policy Association ID.
Outputs, Optional: Policy Control Request Trigger of UE Policy Association. In the case of H-PCF is producer, UE policy information (see clause 5.2.5.6.1).
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