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Abstract of the contribution: This paper proposes a solution for KI#4. 
Discussion
Description
Key Issue #4 addresses Traffic detection and QoS flow mapping for multiplexed data flows. Motivation for this key issue is that XR and interactive media services are likely to send data traffic of different media components and with different QoS requirements and then several media streams could be multiplexed on the same end-to-end transport layer connection. The main reason behind streams multiplexing instead of each stream being sent over a different transport connection is that the traffic of the user service session needs to be steered to the same server instance (s) by the load balancers.
This solution addresses key issue #4 for the case of XR service delivery is using QUIC as transport protocol, that can be RTP over QUIC, media over QUIC or any other XRM application protocol carried over QUIC. One application can set up a QUIC transport connection for the user service session and multiplex in this transport connection different media streams with different needs using MPQUIC.
In this solution:
-    The multiplexed traffic flows with different QoS requirements within a single transport connection are identified still using 5-tuples.
-    The system is enhanced so that the AF requirements do not need to be provided for specific 5-tuple. The QoS requirements are provided e.g. for the traffic type, which is identified with UE provided in-band assistance.
Proposal
A solution is proposed for KI#4 for incorporation in the XRM Ph2 TR23.700-70
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Table 6.0-1: Mapping of Solutions to Key Issues
	Solutions
	Key Issue #

	
	<KI #1>
	<KI#2>
	<KI#3>
	<KI#4>
	<KI#5>
	<KI#6>
	<KI#7>
	<KI#8>
	<KI#9>

	#1: PDU Set content ratio awareness at RAN
	x
	
	
	
	
	
	
	
	

	#2: Discarding of redundant PDUs (FEC) and reporting
	x
	
	
	
	
	
	
	
	

	#3: FEC mechanism and PSI based PDU Set QoS Handling Enhancement
	x
	
	
	
	
	
	
	
	

	#4: PDU Set FEC-based PDU Set QoS Handling
	x
	
	
	
	
	
	
	
	

	#5: PDU Set Handling and Information marking …for PSDB/PSER/PSIHI
	x
	
	
	
	
	
	
	
	

	#6: Enhanced Alternative QoS Profiles for PDU set based QoS handling
	x
	
	
	
	
	
	
	
	

	#7: Enhancing alternative QoS profile …PDU set QoS parameters
	x
	
	
	
	
	
	
	
	

	#8: Consistent PDU Set Handling between AF and 5GS
	x
	
	
	x
	
	
	
	
	

	#9: PDU Set information identification for encrypted traffic
	
	x
	
	x
	
	
	
	
	

	#10: PDU Set information identification based on MoQ
	
	x
	
	
	
	
	
	
	

	#11: RTP over QUIC based Encrypted Traffic …QoS flows mapping
	
	x
	
	
	
	
	
	
	

	#12: Obfuscated Metadata to Classify Payload in Encrypted Media Packets
	
	x
	
	x
	x
	
	
	
	

	#13: Multiple DSCP markings per QoS Flow
	
	
	x
	
	
	
	
	
	

	#14: Extending Packet Filter … within a single transport connection
	
	
	
	x
	
	
	
	
	

	#15: Traffic Detection and QoS mapping for XR and Media services
	
	
	
	x
	
	
	
	
	

	#16: AS based trigger of data boost handling with reflective QoS
	
	
	
	
	x
	
	
	
	

	#17: L4S in non-3GPP access networks
	
	
	
	
	
	x
	
	
	

	#18: PDU Set handling in wireline/wireless non-3GPP access
	
	
	
	
	
	
	x
	
	

	#n: MP-QUIC for stream multiplexing with UE in-band assistance for traffic differentiation
	
	
	
	x
	
	
	
	
	



*** End change ***
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6.X.1	Key Issue mapping
[bookmark: _Toc500949099][bookmark: _Toc92875662][bookmark: _Toc93070686]This solution addresses KI#4.
[bookmark: _Toc148498834]6.X.2	Background
[bookmark: _Toc500949101][bookmark: _Toc92875663][bookmark: _Toc93070687]XR and interactive media services are likely to send data traffic of different media components and with different QoS requirements. Applications send several media streams multiplexed in a single transport connection e.g. to guarantee that when traffic is traversing load balancers the traffic of a user service session is all steered to be served by the same server instance(s). 

XR service delivery can use QUIC as transport protocol (RTP over QUIC, media over QUIC or any other application protocol carried over QUIC). When the XR service traffic is transmitted over a QUIC transport connection [11], the different media streams which are multiplexed and may have different QoS needs, can still be transmitted using different 5-tuples while being steered by load balancers to same server instance(s). To achieve this, the multiple media streams in the single QUIC transport connection are multiplexed using a IETF MP-QUIC [v] transport connection and thus the streams share a single transport connection but have different 5-tuples.
The above described approach is shown in procedure in Figure 6.x.2-1.  The transport connection (in this solution, a QUIC connection) is established as enabled for multipath. The client can start using this connection for a media stream. The client will set up additional paths for new media streams when needed. For that, the client takes the Connection IDs (CIDs) provided by the server at QUIC connection establishment and assigns these CIDs to new paths (i.e. to a different QUIC 4-tuple e.g. same IPs and different UE ports). A new Connection ID on a new path in a multipath enabled QUIC connection is interpreted by the server as a multipath request and not as a path migration request and these paths can be used simultaneously for the different media streams. 
On the server side, the QUIC Load Balancers steer traffic based on QUIC destination CIDs but they can still steer the traffic of the several 5-tuples in the MP-QUIC transport connection to the same server instance(s) if, e.g. IETF QUIC-LB [w] is used. 
When XR service uses MP-QUIC for media stream multiplexing as described in this clause, the mapping of media streams to QoS flows in 5GS can be based on 5-tuples like in the baseline. The AF can request QoS according to the needs of each media stream using AFSessionwithQoS API including the 5-tuple as the traffic descriptor. 
NOTE: in the client, the selection of 5-tuples does not follow a pattern or algorithm on media stream type (e.g. audio, video) but some other criteria. It is not possible to reduce the AF-5GC interactions, e.g. using port ranges in AF requests.



Figure 6.x.2-1: MP-QUIC for stream multiplexing in the same QUIC transport connection
With such approach, there is no need to enhance the 5GS mapping of traffic into QoS flows to support that media streams with different QoS requirements multiplexed in a single transport connection. If needed, applications should use MP-QUIC to multiplex streams into one QUIC transport connection as described above, so that different media streams are sent on different 5-tuples (i.e. data flows).
The challenge is on how to expose and to configure  the QoS rules corresponding to each 5-tuple in the UE and the UPF in an efficient way. The solution described in next clauses addresses this issue. 
6.X.3	Solution Description
It is possible to reduce the interactions between AF and 5GS and the 5GS internal signalling if the QoS requirements can be provided by AF to 5GC for traffic types (e.g. audio if audio media streams, video if video media streams…) rather than for each media stream data flow. In this solution, the UE provides in-band information to assist identification of the traffic type of the media stream (i.e. the Flow Type of the data flow). Once the data flow Flow Type is known in 5GC, the 5GC can determine the AF QoS requirements that apply to the data flow.
To allow the UE to provide in-band assistance information to 5GC, UPF implements MPQUIC proxy functionality and UE sets up a multipath QUIC connection with the MPQUIC proxy in UPF. 
To provide the assistance information for certain E2E data flow, the UE sends on the QUIC connection to the proxy in UPF a UDP proxying request (for simplicity, a CONNECT_UDP request in this clause) as specified in IETF RFC 9298 [z], RFC 9298 [z] allows an HTTP client to create a tunnel for UDP communications through an HTTP server that acts as a proxy (i.e. UPF). The UE requests proxying the XR service data flow including information to assist identification of the data flow Flow Type . 
The QoS rules for mapping to QoS flows in the UE refer to 5-tuples visible to the UE lower layers. With a UDP tunnel between UE and proxy in UPF, those are the 5-tuples of the UE – proxy QUIC connection. When an XR service needs to send a different media stream and the QUIC client sets a new E2E path for a new media stream (as described in 6.x.2 (figure 6.x.2-1)):
-    The UE also sets a new path in the QUIC connection to the proxy in UPF. 
-    The UE sends on this new path the CONNECT_UDP request for the new XR service data flow including information to assist identification of the data flow Flow Type.
There are several alternatives for how this in-band assistance information can be provided by the UE using the CONNECT_UDP request, including:
-    Implicitly:  using the parameters defined for the request in RFC 9298 [z] (e.g. authority) themselves based one some rules included in the UE configuration for UE in-band assistance sent by 5GS.
-    Explicitly:  using a 3GPP defined extension (or an IETF defined extension if possible).
When the CONNECT_UDP request is received in the proxy in UPF, the UPF extracts the assistance information and determines the Flow Type, it proceeds as in RFC 9298 [z] and, based on rules sent by SMF:
-     UPF includes the Flow Type in a data flow traffic detection report to SMF, so SMF can establish the QoS flow (if needed) and install QoS rules for the reported 5-tuple in UE and UPF. 
NOTE: optionally, the PDR matching conditions could also be enhanced with the Flow Type and UPF could then consider the Flow Type of a data flow during PDR matching procedure. 
The UPF implementation of the MP-QUIC functionality supports the UDP proxying extension defined in [y] which optimizes the proxying of QUIC connections: to avoid re-encapsulation and re-encryption, all XRM payload packets shall use forward mode defined in QUIC-Aware Proxying using HTTP [y]. 
See 6.X.4 for the procedure for the solution described above.
[bookmark: _Toc148498835]6.X.4	Procedures
In this procedure, the E2E XR service is using MPQUIC as described in 6.X.2. 
 


 
Figure 6.x.3-1: UE in-band assistance for Flow Type detection using CONNECT_UDP

Before the XR application starts sending data: 
a.  AF sends an AFsessionwithQoS request for the application (identified e.g. using App Id or AS1 Dst IP). AF provides QoS requirements for the Flow Type (e.g. audio, video). As a result, policies and rules are distributed to SMF and UPF. In this example, the rules to UPF request UPF to report to SMF detection of the application traffic data flows including the Flow Type that shall be derived from UE in-band assistance information provided to proxy in UPF.
b. The 5GS configures the UE to provide in-band assistance information for data flow Flow Type identification. 
Editor’s Note: whether the UE is configured with new UE policies or SM policies (e.g. in ePCO or in RA) is FFS
An XR application in UE starts activity:
1.   The QUIC client in the UE, based on the 5GS configuration information received and the XR application initiated transmission request, sets up a QUIC connection with the MP-QUIC proxy in UPF. The QUIC client receives from the proxy in UPF the connection CIDs.
2.   The QUIC client sends a CONNECT_UDP request to the proxy in UPF. This request is according to [x], with the path field set to the FQDN or host, and the port, as in the E2E transport connection to the XR AS1. The request includes assistance information to identify the Flow Type corresponding to that first data flow. When received, the proxy in UPF prepares the proxying as requested and identifies the data flow Flow Type (e.g. Audio) based on the assistance information received, and optionally, local configuration.
3.   In UPF, the data flow to AS1 matches a PDU Session PDR with associated URR. UPF reports the data flow (5-tuple) to SMF including the data flow Flow Type.
4.   SMF determines the QoS requirements that apply to the detected data flow. SMF considers the policies for the session and the data flow report by UPF including the Flow Type. SMF establishes the QoS flow if needed (in this example, QoS1) and provides rules to UE and UPF that map the detected data Flow to that QoS Flow.
5.   The traffic starts between UE and AS1 on the E2E path.  The E2E interactions described in Figure 6.x.2-1 are proxied by UPF according to [y]. The UL/DL traffic is mapped to the corresponding QoS Flow (in this example, QoS1). 
When XR application needs to start a new media stream (video in this example):
6. The UE selects a new path to the proxy in UPF and sets the path.
7. The UE sends the CONNECT_UDP request on that new path to the proxy in UPF to request to proxy the new E2E data flow to XR AS1 (with path set to FQDN or host, and port, as in the E2E path to XR AS1). UE includes assistance information to identify the Flow Type corresponding to the data flow. When received, the proxy in UPF prepares the proxying as requested and identifies the data flow Flow Type (e.g. Video) based on the assistance information received, and optionally, local configuration.
8.  In UPF, the new data flow to AS1 matches a PDU Session PDR with associated URR. UPF reports the data flow (5-tuple) to SMF, including the data flow Flow Type. 
9.  SMF determines the QoS requirements that apply to the detected data flow. SMF considers the policies for the session and the data flow report by UPF including the Flow Type. SMF establishes the QoS flow if needed (in this example, QoS2) and provides rules to UE and UPF that map the detected data Flow to that QoS Flow.
10. The new media stream traffic starts between UE and AS1 on the new E2E path.  The E2E interactions described in Figure 6.x.2-1 are proxied by UPF according to [y]. The media stream UL/DL traffic is mapped to corresponding QoS Flow (in this example, QoS2). 
   
[bookmark: _Toc326248711][bookmark: _Toc510604409][bookmark: _Toc92875664][bookmark: _Toc93070688][bookmark: _Toc148498836]6.X.4	Impacts on services, entities and interfaces
Applicable where applications multiplex flows with different QoS needs in one single QUIC transport connection using different 5-tuples (e.g. using MPQUIC as described in 6.X.2.)
Impacts to support that AF can provide per Flow Type QoS requirements:
AF/NEF/PCF: consume/offer APIs enhanced to allow to request/serve QoS requirements conditioned to the data flow Flow Type;
SMF: supports to instruct UPF to report data Flow and Flow Type derived from UE assistance information is received in-band;  
UPF: implements the MP-QUIC proxy functionality according to [x] and [y]. The proxy in UPF can extract information in CONNECT_UDP requests from the UE and can use this information to identify the data flow Flow Type and provide them in  traffic detection reports to SMF;
NOTE: optionally, the PDR matching conditions could also be enhanced with the Flow Type and UPF could then consider the Flow Type of a data flow during PDR matching procedure. 
UE: can use the 5GC MP-QUIC proxy based on 5GS provided configuration as described in 6.x.3 and can provide information to assist dentification of the data flow Flow Type.
Editor’s Note: How the 5GS configures the UE to provide in-band assistance for Flow Type identification is FFS.
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