[bookmark: Title][bookmark: DocumentFor]SA WG2 Meeting #S2-161	S2-2402716
26 February - 3 March, 2024, Athens, Greece

Title:	[DRAFT] Reply LS on Robust Notification Alert for NTN-NR Rel-19
Response to:	LS on Robust Notification Alert for NTN-NR Rel-19 (S2-2401850/ S2-2400036/ RP-234075)
Release:	Rel-19 
Work Item:	FS_5GSAT_ARCH_Ph3

Source:	TSG SA2
To:	TSG-RAN
CC:	TSG-SA, SA WG1

Contact person:	Munira Jaffar: munirajaffar@hughes.com
	
Send any reply LS to:	3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org

Attachments:	NA

1	Overall description
SA2 thanks TSG-RAN#102 for their LS (S2-2401850/ RP-234075) on robust notification alert for NTN-NR Rel-19. 
RAN noted this feature is highly desirable for satellite networks to reach users experiencing low SNR or NLOS channel conditions. The robust notification/paging should be addressed to a particular UE in a cell to maximize the probability for a UE to be informed of a mobile terminated call when in very poor SNR conditions which prevent to receive a normal paging message. 
SA2 has approved study to identify potential impact on the network side in 5GC with the following enhancements:
· AMF determines to apply robust paging notification for a UE after paging to the UE fails in a duration time.
· AMF sends the robust paging notification to NG-RAN to trigger the NG-RAN to allocate a dedicated paging alert channel to the UE.
SA2 will align with RAN and SA1 on the outcomes.
2	Actions
To TSG-RAN 
ACTION: 	SA2 kindly asks TSG-RAN to take above information into account.

3	Dates of next SA2 meetings
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