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	Reason for change:
	There are two ENs about Layer-2 UE-to-UE Relay unresolved in TS 23.304.

Editor's note:	Whether the LIU between peer Layer-2 End UEs has same message contents as direct PC5 LIU messages is FFS.
Editor's note:	Any additional update of procedure via Layer-2 UE-to-UE Relay, e.g. according to RAN's decision, will be included here.
  For the first EN, as the PC5-S messages are transparent to Layer-2 UE-to-UE Relay, the Layer-2 link management procedures (including the Link Identifier Update procedure) defined for Direct Communication are applicable to the end-to-end communication between souce End UE and target End UE, so this EN can be removed.
  For the second EN, as no additional update is required from RAN WGs, so this EN can be removed.
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[bookmark: _Toc517048051][bookmark: _Toc45003327][bookmark: _Toc83206728][bookmark: _Toc19171939][bookmark: _Toc27844230][bookmark: _Toc36134388][bookmark: _Toc45176071][bookmark: _Toc51762101][bookmark: _Toc51762586][bookmark: _Toc51763069][bookmark: _Toc75348567]* * * * 1st Change * * * *
[bookmark: _Toc153794993][bookmark: _Toc133441687][bookmark: _Toc133442116]6.4.3.7.2	Layer-2 link management over PC5 reference point for 5G ProSe Layer-2 UE-to-UE Relay
For the 5G ProSe Communication via 5G ProSe Layer-2 UE-to-UE Relay as described in clause 6.7.2, the description in clause 6.4.3.7.1 applies.
The message contents over PC5 reference point for unicast mode 5G ProSe Direct Communication as depicted from clause 6.4.3.1 to clause 6.4.3.5 are same for the end-to-end connection between peer 5G ProSe End UEs.
Editor's note:	Whether the LIU between peer Layer-2 End UEs has same message contents as direct PC5 LIU messages is FFS.
* * * * 2nd Change * * * *
[bookmark: _Toc153795035]6.7.3.3	Procedure for Communication via Layer-2 UE-to-UE Relay


[bookmark: _CRFigure6_7_3_31]Figure 6.7.3.3-1: 5G ProSe UE-to-UE Relay Communication with integrated Discovery via Layer-2 UE-to-UE Relay
0-5.	It is the same as steps 0-5 of Figure 6.7.3.2-1.
6.	It is the same as step 7 of Figure 6.7.3.2-1.
7.	It is the same as step 10 of Figure 6.7.3.2-1.
The parameters included in the above messages are described in clause 6.4.3.7.4.
8.	For 5G ProSe UE-to-UE Relay Communication via Layer-2 UE-to-UE Relay, UE-1 establishes an end-to-end connection for unicast mode communication with UE-2.
Editor's note:	Any additional update of procedure via Layer-2 UE-to-UE Relay, e.g. according to RAN's decision, will be included here.
* * * * End of Changes * * * *
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