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	Reason for change:
	TS 38.415 defines PSIHI as an Optional parameter that can be set to either “true” or “false”:
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According to the PSIHI definition in 23.501 clause 5.7.7.4:

The PDU Set Integrated Handling Information (PSIHI) indicates whether all PDUs of the PDU Set are needed for the usage of the PDU Set by the application layer in the receiver side. PSIHI is an optional parameter. A QoS Flow is associated with at most one PSIHI value per direction.

In other words:

“true” – means that all PDUs of a PDU Set are needed in the receiver i.e. NG-RAN can drop the remaining PDUs of a PDU Set subsequent to a loss of a PDU from that PDU Set.

“false” – means that not all PDUs of a PDU Set are needed in the receiver i.e. NG-RAN should attempt to transmit the remaining PDUs of a PDU Set subsequent to a loss of one or multiple PDUs from that PDU Set.

Note that TS 38.413 does not specify the meaning of “true” and “false”, and instead refers to TS 23.501.

Clause 5.7.7.4 does not describe the NG-RAN behaviour when the PSIHI is not provided.
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	Clause 5.7.7.4: clarified that, when PSIHI is not provided, NG-RAN should attempt to transmit the remaining PDUs of a PDU Set subsequent to a loss of one or multiple PDUs from that PDU Set.

In other words, NG-RAN should have the same behaviour as when PSIHI is provided and set to “false”.
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