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Abstract of the contribution: This paper proposes a solution for KI#2.
Discussion
This contribution proposes a solution for KI#2 on how to enable 5GC and/or a third party trusted and/or non-trusted Application Function to select the most suitable local UPF/DNAI and EAS considering end to end delay that includes delay between a candidate N6 interface of the 5GS and a candidate EAS, and/or potentially EAS load.
Proposal
A solution is proposed for KI#2 for incorporation in the FS_eEDGE_5GC_Ph3 TR23.700-49.
*** First change  ***
[bookmark: _Toc157687578]6	Solutions
[bookmark: _Toc22214907][bookmark: _Toc22286586][bookmark: _Toc23317647][bookmark: _Toc92987386][bookmark: _Toc157687579]6.0	Mapping of Solutions to Key Issues
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*** Next change (all new text) ***
[bookmark: _Toc500949097][bookmark: _Toc92875660][bookmark: _Toc93070684][bookmark: _Toc148498832][bookmark: _Hlk157705612]6.Y	Solution #Y: Local UPF and EAS (re)selection considering access network delay and N6 delay information
[bookmark: _Toc500949098][bookmark: _Toc92875661][bookmark: _Toc93070685][bookmark: _Toc148498833]6.Y.1	Key Issue mapping
[bookmark: _Toc500949099][bookmark: _Toc92875662][bookmark: _Toc93070686]This solution addresses Key Issue #2: Enhancement of EAS and local UPF (re)selection and proposes enhancements on Local UPF/DNAI and EAS (re)selection considering access network delay and N6 delay information. 
[bookmark: _Toc148498834]6.Y.2	Description
[bookmark: _Toc500949101][bookmark: _Toc92875663][bookmark: _Toc93070687]In Rel-18, QoS Monitoring for packet delay can be used to determine the access delay in 5GS. QoS Monitoring for packet delay can be applied based on AF request or PCF policy control or both (see clause 5.33.3 of TS 23.501). The measurement of the UL/DL packet delay between NG-RAN and PSA UPF can be performed on different levels of granularities, i.e. per QoS Flow per UE level, or per GTP-U path level, subject to the operators' configuration. The SMF can request to activate QoS monitoring for the GTP-U path(s) between all UPF(s) and the (R)AN based on locally configured policies (see clause 5.33.3.3 of TS 23.501). 
Based on AF request or OAM, 5GC/SMF can configure UPF(s) to perform measurements and report results for N6 delay information as described in Solution#X on SMF control of UPF reporting N6 delay measurements. 
AF can request both access network delay and N6 delay related information from 5GC via NEF.
The access network delay and N6 delay related information include:
-	requirements and/or reporting results for QoS monitoring packet delay in N3/N9 access network delay (as in clause 5.33.3 of TS 23.501);
-	requirements and/or reporting results for QoS monitoring over N6 delay, which may include AF-provided assistance information that includes N6 measurement configuration information related to EAS(es) on the data network (measurement endpoint(s), protocol, keys, etc.). 5GS measurement endpoint(s) can use to perform N6 delay measurements based on the AF-provided assistance information; or
-	5GC N6 measurement assistance information including 5GC N6 interface related measurement configuration information (measurement endpoint address(es), protocol, keys, etc.), which the AF and/or N6 measurement endpoint(s) on the data network side can use to perform N6 delay measurements when 5GC reporting for N6 delay information is not required.
When AF provides a list of DNAI(s) and/or EAS IP address(es), it may include access network delay and N6 delay related information in Nnef_TrafficInfluence_Create/Update service operation. SMF can use Rel-18 QoS Monitoring for packet delays to obtain access network delay information for each DNAI(s) and either obtain measurement results over N6 delay information for each DNAI (as described in Solution#X: SMF control of UPF reporting N6 delay measurements) or provide 5GC N6 measurement assistance information to AF, depending on the AF request.
When a measurement endpoint in (local) data network perform N6 measurements between one or more UPF(s) and EAS, UPF(s) can act in the measurement role of receiver/reflector endpoint. In this case, based on AF request or OAM/SLA, (authorized) 5GC/UPF configuration information for QoS monitoring over N6 can be provided to AF as a 5GC assistance information.

This solution is based on following principles:
-	5GC/SMF configures UPF to perform measurements and report results on N3/N9 and N6 delay information (as described in Solution#X: SMF control of UPF reporting N6 delay measurements). This is the case where UPF has a measurement role as the session-sender.
-	enhancement on Application Function influence on traffic routing procedure for AF to request/subscribe for each DNAI and/or EAS IP address(es):
-	associated requirements and/or reporting results for QoS monitoring packet delay over N3/N9 access network;
-	associated requirements and/or reporting results for QoS monitoring over N6 delay and/or associated N6 measurement configuration information related to EAS(es) on the data network for QoS monitoring over N6 delayor;
[bookmark: _Hlk158819261]-	5GC N6 measurement assistance information for QoS monitoring over N6 delay. This is the case where UPF has a measurement role as the receiver/reflector;
-	enhancement on exposure of User Plane Management Events (Early Notification) for SMF to provide EAS IP address(es), reporting results for QoS monitoring packet delay over N3/N9 access network and reporting results for QoS monitoring over N6 delay, which can be the sum of the measured delays, or 5GC N6 measurement assistance information for QoS monitoring over N6 delay, for each candidate DNAI(s).
-	enhancement on exposure of User Plane Management Events for AF to confirm/select the target DNAI based on above information provided by SMF or direct reporting by UPF(s).

NOTE: 	AF can additionally consider EAS load information available at compute-site level for DNAI/EAS selection transparently to 5GC.
[bookmark: _Toc148498835]6.Y.3	Procedures
Figure 6.Y.3-1 shows the enhancement on Procedure for AF requests to influence traffic routing in order to include monitoring over N6. For this given procedure, 5GC/UPF performs measurement over N6.


Figure 6.Y.3.1: Procedure on AF request on monitoring over access and data network delays where data network delay measurement is performed by 5GC/UPF.
1. AF creates a request for 5GC to monitor N3/N9 delays as well as N6 delay. As part of this request, AF may also include AF-provided assistance information for QoS monitoring over N6 as described in 6.Y.2.
2.  The AF sends its request to the NEF. NEF performs necessary authorization control of the AF request, and, if necessary, maps the information provided by the AF.
3. The same step 3 as in Figure 4.3.6.2-1 of TS 23.502 where additionally, storing/updating the information includes monitoring over N6 request as well as AF-provided assistance information for QoS monitoring over N6.
4. The same step 4 as in Figure 4.3.6.2-1 of TS 23.502.
5. The same step 5 as in Figure 4.3.6.2-1 of TS 23.502 where additionally, PCF provides QoS monitoring over N6 related rules to SMF.
6. The same steps 1 to 3 in Figure 6.X.2-1 as part of the solution on SMF control of UPF reporting N6 delay measurements.
7. UPF reports QoS monitoring results to SMF.
8. SMF obtains QoS monitoring results and calculates the sum of the delays, i.e., the total delay including access network (N3/N9) and data network (N6) delays.
9. While constructing the list of candidate DNAIs/EASs, SMF takes into account either the sum of the delays or N6 delay monitoring results for each candidate DNAI/EAS.
10. The procedure defined for notification of user plane management event described in clause 4.3.6.3 of TS 23.502 is followed. When SMF sends the notification, SMF includes the respective delay measurement result along with each candidate DNAI/EAS.

[bookmark: _Toc326248711][bookmark: _Toc510604409][bookmark: _Toc92875664][bookmark: _Toc93070688] 
Figure 6.Y.3-2 shows the enhancement on Procedure for AF requests to influence traffic routing in order to include monitoring over N6. For this given procedure, AF performs measurement over N6.



Figure 6.Y.3.2: Procedure on AF request on monitoring over access and data network delays where data network delay measurement is performed by AF based on 5GC-provided assistance information.

1. AF creates a request for 5GC to monitor N3/N9 delays and to provide an assistance information. The AF uses the 5GC-provided assistance information to perform N6 delay measurements.
2.  The AF sends its request to the NEF. NEF performs necessary authorization control of the AF request, and, if necessary, maps the information provided by the AF.
3. The same step 3 as in Figure 4.3.6.2-1 of TS 23.502 where additionally, storing/updating the information includes the requirement for 5G-provided assistance information for monitoring over N6.
4. The same step 4 as in Figure 4.3.6.2-1 of TS 23.502.
5. The same step 5 as in Figure 4.3.6.2-1 of TS 23.502 where additionally, PCF provides QoS monitoring over N3/N9 related rules to SMF along with the requirement for 5G-provided assistance information to be sent to AF.
6. As in step 1 of Figure 6.X.2-1 as part of the solution on SMF control of UPF reporting N6 delay measurements, SMF determines the impacted UPF(s) to perform QoS monitoring over N3/N9.
7. The SMF sends the request to the UPF(s) via N4 session establishment/update.
8. UPF reports QoS monitoring results to SMF.
9. SMF obtains QoS monitoring results and determines the list of candidate DNAI(s)/EAS(s).
10. The procedure defined for notification of user plane management event described in clause 4.3.6.3 of TS 23.502 is followed where additionally, when SMF sends the notification, SMF includes the respective N3/N9 delay measurement and 5GC-provided assistance information to AF in order to AF to perform N6 delay measurements over each candidate DNAI/EAS.
11.  AF performs N6 delay measurements based on the information provided by SMF. Then, AF performs EAS (re)selection. AF may additionally consider the EAS load information available at compute-site level when confirming/selecting the Target DNAI from the list of candidate DNAI(s)/EAS(s).

[bookmark: _Toc148498836]6.Y.4	Impacts on services, entities and interfaces
Application Function (AF):
-	provides requirements for reporting results for QoS monitoring over N6 delay.
-	provides assistance information related to data network endpoints for N6 delay measurement.
-	receives 5GC-provided assistance information on N6 delay measurement.
-	selects Target DNAI considering delay information (N3/N9 delay as well as N6 delay) and potentially locally available compute-site level EAS load information. 
Network Exposure Function (NEF):
-	may authorize AF provided requirements and configuration information for QoS monitoring over N6 delay
- 	(if necessary) maps the AF provided requirements and/or assistance information. 
Session Management Function (SMF):
-	as defined in Solution #X: SMF control of UPF reporting N6 delay measurements.
- 	provides 5GC-assistance information on N6 delay measurements to AF.
Policy Control Function (PCF):
- 	provides the rule to SMF regarding 5G-provided assistance information to be sent to AF
User Plane Function (UPF):
-	as defined in Solution #X: SMF control of UPF reporting N6 delay measurements.
- 	(if authorized) responds to AF delay measurement messages.


*** END of changes ***
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