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1. Overall Description:
In Rel-18 as a part of the NR_SL_relay_enh-Core work item RAN2 has specified triggers for U2U relay selection and reselection in 5.8.17.3 of TS 38.331. Triggering U2U relay selection enables to move a connection from a direct PC5 connection to a U2U relay connection and triggering U2U relay reselection enables to move a connection from one U2U relay to another U2U relay. 
Some companies in RAN2 think that the corresponding SA2 specification in clause 6.7.4.1 of TS 23.304 only covers the U2U relay reselection, while the procedure for U2U relay selection that enables to move a connection from a direct PC5 connection to a U2U relay connection has not been specified. 
RAN2 would like to ask the following questions from SA2:
Question 1: Do SA2 specifications cover the relay selection that enables to move a connection from a direct PC5 connection to a U2U relay connection? 
If the answer for question 1 is NO, then: 
Question 2: Can SA2 extend SA2 specifications with a relay selection mechanism that enables to move a connection from a direct PC5 connection to a U2U relay connection?

2. Actions:
To SA WG2 group.
ACTION: 	RAN2 respectfully asks SA2 to reply to the above questions and update their specifications if necessary.

3. Date of Next TSG-RAN WG2 Meeting:
RAN2#125bis	from 2024-04-15	to 2024-04-19		Changsha, China
RAN2#126	from 2024-05-20	to 2024-05-24		Fukuoka, Japan

