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1. Overall Description:
[bookmark: _Hlk162556399]As part of the Rel-19 study on 5G System enhancements for satellite access (FS_5GSAT_ARCH_Ph3), KI#3 considers the situation of utilizing UE-satellite-UE communication to support IMS service to shorten the end to end delay and reduce the signalling overload on feeder link.There are 13 solutions proposed in KI#3, where 3 main architectures are introduced:
· Architecture#1: gNB+UPF onboard same satellite, and AGW on the ground.
· Architecture#2: gNB+UPF+AGW onboard same satellite
· Architecture#3: gNB+UPF and AGW onboard different satellites
and 4 options are considered:
· Option#1: no LI in the UE-satellite-UE communication link. The link can be utilized only it is determined that LI is not needed
· Option#2: LI point for IMS in UE-satellite-UE link is UPF
· Option#3: LI point for IMS in UE-satellite-UE link is AGW
· Option#4: LI point for IMS in UE-satellite-UE link is a new function

To facilitate the evaluations and conclusions for KI#3, lawful interception aspect is necessary to be considered, therefore, we have the following questions to be answered.

Q0: whether LI is needed in case of UE-satellite-UE communication for IMS service? If yes, 
Q1: Is it compatible with the lawful interpretation requirements if allows P-CSCF to have the capability to determine the necessaty of LI for UE-satellite-UE communication link?
Q2: Is it feasible to utilize UPF for lawful interception for IMS services?
Q3: If the answer to Q2 is yes, how to choose the correct UPF as CC-POI from multiple UPFs when the UE-satellite-UE communication link accrosses multiple satellites?
Q4: Is there any diffenence/challenges if deploy AGW onboard satellite comparing to AGW on ground situation considering LI aspect?
Q5: is that possible to deploy a new function to specifically deal with the LI aspect for UE-satellite-UE communication link that serves only IMS service?


SA2 kindly asks SA3-LI to provide feedback on the above questions.

2. Actions:
To SA3-LI:
ACTION: 	SA2 kindly asks SA3-LI to provide feedback on the above mentioned questions of KI#3 in TR 23.700-29 for further evaluations and conclusions.

3. Date of Next TSG-SA WG2 Meetings:
3GPP SA2#163			27 - 31 May 2024			Jelu, KR
3GPP SA2#164			19 - 23 August 2024			Maastricht, NL


