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	Reason for change:
	The UE Policy Association indicator in UDM is set to “enabled” by the operator, it was agreed at last SA2 meeting that the AF does not have control on whether there is a need to establish a UE Policy Association or not, but rather the operator decides whether there are services that require UE Polciies to be sent to the UE and set the indicator accordingly.

The AF, in this scenario offers some package to users that require to provision UE Policies to route the service provided by the application over a PDU Session with the required capabilities, such as DNN or S-NSSAI and operator has a business agreement with the ASP that owns the AF.

The UE Policy Association indicator in UDM is set to “disabled” by the operator as well when thre are no services that requires to have UE policies provisioned at the UE. Before setting the indicator to “disabled”, the operator needs to ensure that there are no UE Policies stored in the UE.


	
	

	Summary of change:
	The UE Policy Association indicator may be set to “enabled" when it is required to provision UE Policies to the UE, that is either there are service specific parameters provisioned by the AF, via NEF, in UDR for this SUPI as part of the UDR DataSet “Application Data” and Data Subset “Service Specific Information” for a SUPI or for an Internal-Group-Id or the operator policies in the PCF that indicates that UE Policies are available for a SUPI or both.

The UE Policy Association indicator may be set to “disabled” in the UDM when the UE is not longer subscribed to any service that requires sending UE policies to the UE. Before setting the indicator to “disabled”, the operator needs to ensure that there are no UE Policies stored for any of these services in the UE.


	
	

	Consequences if not approved:
	Not possible to enable the UE Policy Association only when UE policies are to be sent to the UE
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********************* First Change *********************
[bookmark: _CR5_2_6_4_4][bookmark: _CR5_2_6_4_5][bookmark: _Hlk154071588]6.1.2.2.x 	Handling of the UE Policy Association 
In the non-roaming scenario, the establishment of the UE Policy Association is determined as follows, the AMF checks first the UE Policy Association indicator received from UDM to establish or not to the establish the UE Policy Association based on its value. If the UE Policy Association indicator is not received from UDM, the AMF establishes the UE Policy Association if the UE Policy Container is received from the UE. If no UE Policy Association indicator is received from the UDM and no UE Policy Container is received from the UE, then the AMF establishes the UE Policy Association as indicated by the local configuration.
In the roaming scenario, the operator policies in the AMF to indicate whether to establish a UE Policy Association for a roaming user is considered first then the AMF follows the same steps as described in the non-roaming case.
The UE Policy Association indicator for a SUPI is part of Access and Mobility Subscription data in UDM as described in clause 5.2.3.3.1 of TS 23.502 [3]. The operator sets it value to “enabled” or “disabled” via the provisioning system. 
NOTE 1: 	The operator can use the UE Policy Association indicator (in Access and Mobility Subscription data in UDM as described in clause 5.2.3.3.1 of TS 23.502 [3]) to “enabled” when it is required to provision UE Policies to the UE or to “disabled” when the UE is not longer subscribed to any service that requires sending UE policies to the UE. 
[bookmark: _Toc19197326][bookmark: _Toc27896479][bookmark: _Toc36192647][bookmark: _Toc37076378][bookmark: _Toc45194824][bookmark: _Toc47594236][bookmark: _Toc51836867]NOTE 2:  A possible trigger to set the UE Policy Association indicator to “enabled” is that either there are service specific parameters for e.g. a SUPI in UDR or UE Policies are available for e.g. a SUPI. Before setting the indicator to “disabled”, the operator needs to ensure that there are no UE Policies stored for any of these services in the UE, by revoking the authorization for the service specific information for all of the AFs with active authorizations, as defined in clause 4.15.6.7a of TS 23.502 [3] or by setting the configuration in PCF to remove the UE Policies in the UE if any or both.
********************* End of Changes *********************
