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The R-SGW performs the signalling conversion at transport level between the SS7 based transport of signaling used in pre-Rel 4 networks, and the IP based transport of signalling possibly used in post-R99 networks. Since the R-SGW does not interpret the application part of the signalling messages, the CSCF and Legacy network should communicate using the same signalling protocols such as MAP. However, this situation does not happen in any case. The R-SGW and the Ms reference point, therefore, have no roles between CSCF and Legacy signalling network.
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- The interface between CSCF and R-SGW has been removed from the configuration of IM Subsystem entities
  - The description of the Ms reference point has been deleted.
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First Change

5.5
Configuration of IM Subsystem entities 

The configuration of IM CN Subsystem entities is presented in figure 6. In the figure, all the functions are considered implemented in different logical nodes. If two logical nodes are implemented in the same physical equipment, the relevant interfaces may become internal to that equipment.

Only the interfaces specifically linked to the IM subsystem are shown, i.e. all the SGSN, GGSN and HSS interfaces depicted in figure 1 are still supported by these entities even if not shown. 
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Figure 6: configuration of IM Subsystem entities

Legend:

Bold lines:
interfaces supporting user traffic;

Dashed lines:
interfaces supporting only signalling.

NOTE: The Gm interface (between CSCF and UE) is also part of the configuration, but is not shown for layout purposes only.
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