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1. Overall Description:

TSG-SA2 thanks TSG-GERAN WG2 for their LS G2-010199 “Error Handling in SGSN for ‘LCS for GPRS’”.

It is SA2 understanding that all functionality that also involves the core network nodes shall be described in the Stage 2 specification owned by SA2, and that functionality which mainly involves the RAN shall be specified in the RAN stage 2.

With this interpretation most of the error cases described in clause 8.5.5 should be moved to 23.271.

The following cases could probably lead to restart of Location Request in SGSN:

· Intra SGSN RA Update, when the new RA is handled by another BSC. (NB! Inter SGSN RAU should not lead to restart in SGSN, as the Location Request in this case will be restarted by GMLC)

· P-TMSI Reallocation.

Concerning the last part of the GERAN LS, SA2 sees the possible implications for the GMLC and agrees that there is a problem and also a need to come up with solutions to improve the services. 

About this issue SA2 would also like to get assistance from SA1 on what could be a preferred solution to the problem indicated by GERAN WG2 in S2-012019. 

Companies are moreover invited to propose contributions in next meetings according to the answer given by SA1.

SA2 will then inform GERAN about the results of the investigation. SA2 also believes that this could entirely be solved by modifications in the 23.271, i.e. there should not be a need for GERAN to delay any internal decisions due to this implication for the GMLC.
2. Actions:

ACTION: 
To TSG-SA1: TSG-SA2 kindly asks TSG SA1 to investigate about the issue and provide a feedback.

3. Attachments:

 S2-012019.zip
