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Reason for change:
(

Currently it is not clearly specified what transport types are applicable for feature "Intra Domain Connection of RAN Nodes to Multiple CN Nodes" at A-, Gb- and Iu-interfaces. 

This should be clarified by excluding TDM based transport, because the equipping and maintenance of the increased amount of PCM connections from RAN Nodes to multiple CN nodes is not feasible.
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(

It is proposed to note in chapter 4.1 "Iu Flex Technical Requirements" the above mentioned relaxation as follows:

"Note that for BSC's operating in A/Gb-mode the feature "Intra Domain Connection of RAN Nodes to Multiple CN Nodes" is not applicable if TDM based transport is used." 
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The above described unfeasible solution remains in 3GPP TS 23.236.
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4.1 Iu Flex Technical Requirements

This provides a (non-exhaustive) set of technical requirements:
1. IuFlex capable RAN nodes such as the RNC/BSC should be able to select any CN node such as the SGSN/MSC-Server within a pool area. 

Note that for BSC's operating in A/Gb-mode the feature "Intra Domain Connection of RAN Nodes to Multiple CN Nodes" is not applicable if TDM based transport is used. 
2. IuFlex capable RAN nodes and CN nodes should be able to co-exist with pre release-5 RAN nodes and pre release-5 CN nodes..

3. The network should provide the CN node routing information to the UE and the UE should store it.

4. During the initial non-access stratum signalling, the UE should provide to the RAN node the routing information for the current serving CN.
5. The solution should not preclude the support of multiple core networks (from different PLMNs/operators) connected to a single RNS or BSS.

6. The solution shall enable the reduction of signalling within the core network (e.g reduction of the HLR signalling traffic).

7. The solution shall enable an improved scaling between radio access nodes and the core network nodes.
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