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1 Introduction

This paper is based on S2-012585 from the Vancouver drafting meeting. Vodafone believe that the Presence server interfaces to user agent and watcher application should go into the TR on “Presence Service: Architecture and Functional Description”. 
2 Interfaces to Presence Server (User Agent & Watcher Application)
Figure 1 shows the Presence server interfaces to user agent and watcher application.

 
[image: image1.wmf]Presence 

Availibility

 Server (PAS)

Pw

Watcher applications

Pe

Presence supplier 

applications


Figure 1 Presence server interfaces 

2.1 Reference point Presence supplier applications – PAS (Pe)

This interface shall allow a presentity’s presence information and control parameters to be supplied to the PAS. This interface shall conform to CPIM. Based on the relative location of the Presence supplier application and the PAS (internal, external), the nature of the interface may slightly vary due to e.g. difference in trust relations.

2.2 Reference point Watcher applications – PAS (Pw)

This interface shall allow a Watcher application to request presence information. This interface shall conform to CPIM [4]. Based on the relative location of the Watcher application and the PAS (internal, external), the nature of the interface may slightly vary due to e.g. difference in trust relations. 

3 Proposal

These interfaces have been discussed in theVancouver meeting. Vodafone believe that section 2 of this document should form part of the contents of section 4 (Architecture and Service Functionality) of the TR.
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